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Model Item Number Item Description Color / 
Finish

e835 004513 Handheld cardioid dynamic with MZQ800 clip. 11.6 

e835-S 004514
Handheld cardioid dynamic with on/off switch and 
MZQ800 clip. 11.6 oz.

e835fx 505681
Handheld cardioid dynamic with Mic Control™ effects 
button, featuring TC-Helicon™ technology

e845 004515
Handheld super-cardioid dynamic. Includes MZQ800 
clip. 11.6 oz.

e845-S 004516
Handheld super-cardioid dynamic with on/off switch. 
Includes MZQ800 clip. 11.6 oz.

e865 004846
Handheld super-cardioid condenser, includes MZQ800 
clip. 11.6 oz.

e865-S 004847
Handheld super-cardioid condenser with on/off 
switch. Includes MZQ800 clip. 11.6 oz.

e602II 500797 Cardioid dynamic for bass drum with stand mount. 

e604 004519
Cardioid dynamic with stand mount and MZH604 
mount for drum rims and suspension mounts. 2.1 oz.

e608 004520

Super-cardioid clip-on dynamic with flexible 
gooseneck for brass, wind instruments and drums. 
Includes MZQ608 clip. 0.71 oz.

e609SILVER 500074
Super-cardioid dynamic for guitar amplifiers. Includes 
MZQ100 clip. 6.4 oz.

e614 009895
Super-cardioid condenser for drum overheads. 
Includes MZQ100 clip. 6.5 oz.

e935 009421
Professional handheld cardioid dynamic with MZQ800 
clip (11.6 oz)

e945 009422
Professional handheld supercardioid dynamic with 
MZQ800 clip (11.6 oz)

e965 500881

Professional dual-diaphragm condenser with 
selectable cardioid or supercardioid patterns, -10 dB 
pad and low cut switches

e901 500198

Professional pre-polarized half-cardioid boundary 
layer condenser for bass drum, piano and low-
frequency instruments. 1 lb, 2.4 oz.

e902 500199
Professional cardioid dynamic with stand receiver for 
bass drum. 15.9 oz.

e904 500200
Professional cardioid dynamic with stand receiver and 
MZH604 clip for drum rims and suspension mounts. 

e906 500202
Professional super-cardioid dynamic with three-
position presence filter, MZQ100 clip for guitar 

e908B 500203

Professional cardioid condenser with flexible 
gooseneck for wind instruments with MZH908B quick 
release clip and MZA900P phantom power adapter. 4 
oz.

e908B-EW 500204

Professional cardioid condenser for wind instruments 
with MZH908B quick release clip and evolution 
wireless connector. 2.9 oz.

e908D 500205

Professional cardioid condenser with flexible 
gooseneck for drums with MZH908D dual mounting 
clip and MZA900P phantom power adapter. 4.8 oz.

e914 500206

Professional cardioid condenser with pre-attenuation 
and bass roll-off swithces for acoustic guitar, 
overheads, orchestras and grand pianos. 6.8 oz.

e912BK 500647
Pre-polarized condenser boundary microphone with 
half-cardioid pick-up pattern, black black

e912SBK 500875

Pre-polarized condenser boundary microphone, half-
cardioid pick-up pattern, with programmable switch 
(PTT, PTM, On/Off), black black

e912SNX 502193

Pre-polarized condenser boundary microphone, half-
cardioid pick-up pattern, with programmable switch 
(PTT, PTM, On/Off), non-reflective Nextel® gray Nextel Gray

DRUMKIT600 504296

Includes (1) e602-II cardioid dynamic for kick drum, 
(4) e604 cardioid dynamic for toms/snare, (1) e614 
super-cardioid condenser for overheads/hat, (1) 
custom slim-line aluminum case with die-cut foam to 
protect your investment

EPACK835 502518
e835 microphone, MZQ800 clip, SEMS3000 stand and 
CJ25 cable. 8.9 lbs.

THREEPACK604P 506667
(3) e604 microphones with MZH604 clips and carrying 
pouches. 3.1 lbs.

THREEPACK835 506666
(3) e835 microphones with MZQ800 clips and carrying 
pouches. 3.5 lbs.

MD42 005173
Handheld omni-directional dynamic microphone for 
field ENG. MZQ800 clip not included. (15 oz)

MD421II 000984
Cardioid dynamic with five position bass rolloff 
switch. Includes MZA421 lock-on stand adapter. (30 

MD431II 001605
Handheld super-cardioid dynamic with on/off switch. 
Includes MZA4031 clip. (26 oz.)

MD441-U 000762
Super-cardioid dynamic with low and high 
equalization switches. Includes MZQ441 clip.

MD46 005172
Handheld cardioid dynamic for field ENG/EFP. 
MZQ800 clip not included. 15 oz.

CSM25 USCSM25 25 ft XLR microphone cable (9.0 oz)
KICKSTAND USKICKSTAND Weighted floor stand with boom arm (8.0 lbs)

MZA216 USMZA216
Thread adapter, 3/8 in 16 external thread to 5/8 in 
27 internal thread (1.0 oz)

MZA217 USMZA217
Brass thread adapter 5/8 in external to 3/8 in 
internal (1.0 oz)

MZA4031 026072 Pliable quick release stand adapter for MD431 II (6.0 

MZA421 013032
Lock-on stand adapter, fits into slot on underside of 
MD421 (3.0 oz)

MZH504 004181 Angled drum clamp for e604 and e904 (2.0 oz)
MZH604 005299 L-shaped drum clamp, fits e604 and e904 (2.0 oz)

MZH908B 510950
Quick release brass instrument clip for e908 and e608 
(0.64 oz)

MZH908D 500541
Quick release dual mic drum clamp for e908D and 
e608 (1.28 oz)

MZQ100 002155

Flexible quick release stand adapter for 19-23 mm 
(approx. 3/4"-7/8") diameter microphones such as 
MKH416 (3.0 oz.)

MZQ441 002615 Flexible stand adapter for MD441-U (4.0 oz)
MZQ608 076601 Clip for e608
MZQ800 004711 Universal evolution handheld microphone clip
MZS421 USMZS421 Shock mount for MD421 II
CASEMD421 053638 Spare Part: MD 421-II.  Foam-lined hard shell polymer 
CASEMD441 053690 Spare Part: MD 441-U.  Foam-lined hard shell polymer 
MD421CASE 556903 Spare Part: MD 421-II.  Replacement case

POUCHEW-SK 068791
Zippered pouch for evolution wireless bodypack 
transmitter

POUCHEW-SKM 528229

Spare Part: evolution wireless G3 & XS Wireless  
handhelds (SKM 10, SKM 100 G3, SKM 300 G3, SKM 500 
G3), MKE 600 or MD46. Zippered pouch

MZW1 004839
Foam windscreen for evolution wireless handheld 
transmitters, MD46 and evolution wired

MZW4032 002978
Foam windscreen, fits all evolution wired and 
wireless handhelds, MD431-II and SKM 3072

MZW421 000536 Foam windscreen, fits MD421 II
MZW441 000976 Foam windscreen, fits MD441-U (2.0 oz)

MZA900P 500226

P48 phantom power adapter for pre-polarized 
condensers terminated for evolution wireless (3.5mm 
mini plug). Dual color smart LEDs, pre-attenuation 
switch (0/-12 dB) and switchable roll-off filter (1.8 
oz)

MK4 504298

Cardioid, large-diaphragm, side-address condenser 
microphone with 24-carat-gold-plated capsule, metal 
housing and internal capsule shock-mount.

MK4SET USMK4Set

Large-diaphragm, side-address microphone with 24-
carat-gold-plated diaphragm, metal housing and 
internal capsule shock-mount; includes MKS 4 
Shockmount

MK8 506195

Multi-pattern, large-diaphragm condenser 
microphone with 24-carat-gold-plated capsule, metal 
housing and internal capsule shock-mount. Five 
selectable polar patterns, with low cut/rolloff filter 
and pad switch.MKS4 504299 Elastic suspension for MK 4 and MK 8

MKW4 504611 Windscreen for MK 4 and MK 8
ME62 003281 Omnidirectional capsule head for K6 Series (2.0 oz)
ME64 003282 Cardioid capsule head for K6 Series (2.0 oz)
ME65 003283 Supercardioid handheld capsule head for K6 Series 
ME66 003284 Short shotgun capsule head for K6 Series (3.5 oz)
ME67 003285 Long shotgun capsule head for K6 Series (3.5 oz)

K6 504287

Powering module for K6 Series capsules, powered by 
either a single 1.5 V AA (battery life 150 hours) or 
phantom  power. On/off switch with LED indicator 
and bass roll-off (4.0 oz)

K6-P 504288
Phantom power only version of K6, no on/off switch 
(4.0 oz)

K6-PRD USK6-P RD
Reduced Sensitivity version of K6P (phantom power 
only), no on/off switch (4.0 oz)

K6RD USK6 RD

Reduced Sensitivity version of K6 for devices with 
audio inputs (such as camcorders) unable to handle 
high output of the K6 (4.0 oz.)

ME62/K6COMBO USME62/K6 COMBO
Omnidirectional microphone system (phantom or 
battery power). Includes MZQ 2000 Clip and a K6C-SM 

ME62/K6PCOMBO USME62/K6P COMBO
Omnidirectional microphone system (phantom power 
only). Includes MZQ 2000 Clip and a K6C-SM Case.

ME64/K6COMBO USME64/K6 COMBO
Cardioid microphone system (phantom or battery 
power). Includes MZQ 2000 Clip and a K6C-SM Case.

ME64/K6PCOMBO USME64/K6P COMBO
Cardioid microphone system (phantom power only). 
Includes MZQ 2000 Clip and a K6C-SM Case.

ME65/K6COMBO USME65/K6 COMBO
Supercardioid microphone system (phantom or 
battery power). Includes MZQ 2000 Clip and a K6C-SM 

ME65/K6PCOMBO USME65/K6P COMBO
Supercardioid microphone system (phantom power 
only). Includes MZQ 2000 Clip and a K6C-SM Case.

ME66/K6COMBO USME66/K6 COMBO
Shotgun microphone system (phantom or battery 
power). Includes MZQ 2000 Clip and a K6C-SM Case.

ME66/K6PCOMBO USME66/K6P COMBO
Shotgun microphone system (phantom power only). 
Includes MZQ 2000 Clip and a K6C-SM Case.

MZH20-1 003610
Long hair wind muff for use with MZW20-1 blimp 
windscreen (13 oz)

MZH60-1 003224
Long hair wind muff for use with MZW60-1 blimp 
windscreen (14 oz)

MZH70-1 003225 Long hair wind muff for use with MZW70-1 (16 oz)

MZW20-1 003606

Blimp windscreen (12.5 oz.) for use with MKH20, 
MKH40, MKH50, ME62/K6 and ME64/K6.  Requires 
MZS20-1 pistol grip.

MZW60-1 003607
Blimp windscreen (14.5 oz) for MKH416, MKH8060, 
MKH418S, ME66/K6.  Requires MZS20-1 pistol grip.

MZW70-1 003608
Blimp windscreen (16.5 oz) for MKH70, ME67/K6. 
Requires MZS20-1 pistol grip.

MZQ200 003289 Stand adapter for K6 Series (3.0 oz)
MZQ6 003288 Video camera mount for K6 Series (3.0 oz)
MZS6 003287 Shockmount stand adapter for K6 Series  (2.5oz)

MZS20-1 003609
Combination shockmount pistol grip and stand 
adapter for K6 Series, required for blimp windscreen 

MZS20-1/216 USMZS20-1/216
MZS20-1 kit with MZA216 thread adapter, 3/8 - 5/8 in 
(18.5 oz)

MZSCAM USMZSCAM
Elastic suspension shockmount with shoe mount for 
camera use (4.0 oz)

MZSK6 502844 Shockmount for on-camera shoe mount
MZW64 003703 Gray foam windscreen for ME62, ME64 (1.0 oz) Gray

MZW64PRO 003711 Black velour windscreen for ME62, ME64 (1.0 oz) Black

MZW65PRO 003757 Black velour windscreen for ME65 (1.0 oz)
MZW66 003704 Gray foam windscreen for ME66 (2.0 oz)
MZW66PRO 003712 Black velour windscreen for ME66 (2.0  oz)

MZW67 007264
Gray foam windscreen for Sennheiser ME67 and 
Neumann KMR 82i. -15 dB wind noise attenuation, -3 gr

MZW67PRO 003832 Black velour windscreen for ME67 (2.0 oz)
K6C-SM 057335 Case to hold one K6 Series Combo Kit
KC6 USKC6 Case for all K6 Series components

MKH20-P48 002857

Omnidirectional condenser in Matte Black finish with 
switchable -10 dB pad and diffuse/near field high 
frequency switch (+6 dB @ 10 kHz), supplied with 
MZQ40, MZS40, MZW41 (22.0 oz) Matte Black

MKH30-P48 002872

Bi-directional (figure 8) condenser in Matte Black 
finish with switchable -10 dB pad and switchable bass 
attenuation (-4 dB @ 50 Hz) supplied with MZQ31, 
MZS80, MZW41 (24.0 oz) Matte Black

MKH40-P48 002645

Cardioid condenser in Matte Black finish with 
switchable -10 dB pad and switchable bass 
attenuation (-4 dB @ 50 Hz) supplied with MZQ40, 
MZS40, MZW41 (22.0 oz)

Matte Black

MKH416-P48 001511

Supercardioid/lobe condenser (short shotgun) 
condenser in Matte Black finish, supercardioid/lobe, 
supplied with MZW415 windscreen, 48 volt phantom 
powering (18.0 oz),

Matte Black

MKH418S 005284

Dual capsule MS stereo condenser in Matte Black 
finish, dual 48 volt phantom powering, requires 
AC418 Y-cable, not included (7.8 oz) Matte Black

MKH50-P48 003109

Supercardioid condenser in Matte Black with -10 dB 
pad and switchable bass attenuation (-4 dB @ 50 Hz) 
supplied with MZQ40, MZS40, MZW41 (23.0 oz) Matte Black

MKH60-P48 003148

Supercardioid/lobe (short shotgun) condenser in 
Matte Black finish with switchable -10 dB pad, 
switchable low cut filter (-5 dB @ 100 Hz) and high 
frequency boost (+5 dB @ 10 Hz) supplied with MZQ40 
(23.0 oz)

Matte Black

MKH70-P48 003149

Supercardioid/lobe (shotgun) condenser in Matte 
Black finish with switchable -10dB pad, switchable 
high frequency boost (+5 dB @ 10 kHz) and low cut 
filter (-5 dB @ 50 HZ) (23.0 oz) Matte Black

MKH800-P48 004927

Multi-pattern condenser in Champagne finish with 
omni, wide cardioid, cardioid, supercardioid, and 
figure 8 patterns, attenuation (-6 and -12 dB), treble 
boost (+3 and +6 dB @ 10 kHz) and bass cut switches 
(-3 and -6 dB @ 50 Hz), integrated LED (facilitates 
exact orientation), frequency range extending to 50 
kHz, and accessory package of MZQ80, MZW80, 
MZS80 and aluminum carry case (24.0 oz) Champagne

MKH800TWINNI 502431

Universal studio condenser, dual outputs available 
from capsule for adjustment of pick-up pattern. Ships 
with MZS80 shockmount, AC20 adapter cable, MZQ80 
mic clip, case. Available in Nickel (Ni) or Nextel® 
black (Nx)

Nickel

MKH800TWINNX 502083

Universal studio condenser, dual outputs available 
from capsule for adjustment of pick-up pattern. Ships 
with MZS80 shockmount, AC20 adapter cable, MZQ80 
mic clip, case. Available in Nickel (Ni) or Nextel® 
black (Nx)

Nextel Black

MZW41 029681
Gray foam windscreen for MKH20, MKH30, MKH40 and 
MKH50 (5.0 oz)

MZW415 000895 Gray foam windscreen for MKH416, MKH418S (2.0 oz) gray

MZW61 003194 Black foam windscreen for MKH60 (2.0 oz) Black

MZW71 003195 Black foam windscreen for MKH70 (3.5 oz) Black

MZW80 003780 Black foam windscreen for MKH800 (2.0 oz) Black

MZC1 USMZC1
Shotgun ceiling mount accessory for MKH20, MKH30, 
MKH40,  MKH50 and K6 shotguns

MZD30 002990
Piggyback microphone holder for any combination of 
two MKH20, MKH30, MKH40 or MKH50 (1.0 oz)

MZG415-3 001955 Swivel mount yoke for MZS shock mounts (6.0 oz)

MZQ40 033173
Flexible quick release stand adapter for MKH20, 
MKH40, MKH50 and MKH60 (6.0 oz)

MZS40 003017
Elastic suspension shock mount for MKH20, MKH40 
and MKH50 (20.0 oz)

MZS415-3 001956

Shock mount for 19 mm (~3/4 in) diameter 
microphones (MKH416, MKH418S), requires MZG415-3 
swivel mount for most applications (5.0 oz) does not 
fit MKH800,MZS80 003685 Shock mount for MKH80 and MKH30 (26.0 oz)

12T-P48 US12T-P48 Phantom 48 volt to 12 volt AB (T-power) adapter

MZA14-P48U 002960

Battery power supply, powers one 48 volt phantom 
powered microphone. Battery life approximately 20 
hours using a 9 volt alkaline battery. Battery test, 
attenuation (0, -10, -20 dB) and low frequency rolloff 
(20, 80, 140 Hz) controls (19.0 oz)

MZA14-TU 002959

Battery power supply, powers one 12 volt AB (T-
powered) microphone. Battery life approximately 30 
hours using a 9 volt alkaline battery. Battery test, 
attenuation (0, -10, -20 dB) and low frequency rolloff 
(20, 80, 140 Hz) controls (19.0 oz)

MZH80-1 504737
Long hair wind muff for use with MZW80-1 blimp 
windscreen

MZW80-1 504738
Blimp windscreen for MKH8070 or MKH816. Requires 
MZS20-1 pistol grip.

CASELONGMKH 055638
Spare Part: MKH 416, MKH 418S, MKH 60.  Foam-lined 
hardshell polymer case

CASEMKH70 040491 Spare Part: MKH 70.  Wood case

CASESHORTMKH 055608
Spare Part: MKH20/30/40/50.  Foam-lined hardshell 
polymer case

AC418 069294
5 pin XLR to dual 3 pin XLR cable, 3.25 ft for 
MKH418S and MKE44-P

ACS5 USACS5
5 pin XLR to dual 3 pin XLR adapter, 6 in. length for 
MKH418S and MKE44-P

ESFERA USESFERA

ESFERA 5.1 surround microphone system, complete 
system including (1) SPM 8000 X/Y microphone 
package, and (1) SPB 8000 processor.

MKH8020 506287
Omnidirectional RF condenser in Nextel finish.  Freq 
response 10Hz to 60kHz Nextel Gray

MKH8020STEREOSET 506288 Stereo Pair of MKH 8020 Nextel Gray

MKH8040 506289
Cardioid RF condenser in Nextel finish. Freq response 
30Hz to 50kHz Nextel Gray

MKH8040STEREOSET 506290 Stereo Pair of MKH 8040 Nextel Gray

MKH8050 506291
Super-Cardioid RF Condenser in Nextel finish.  Freq 
response 30Hz to 50kHz Nextel Gray

MKH8060 506292

Supercardioid/lobe RF condenser (short shotgun) in 
Nextel finish, with modular MZX8000 analog output 
and MZW8060 windscreen. 48 volt phantom powered. Nextel Gray

MKH8070 506293

Lobar RF condenser (long shotgun) in Nextel finish, 
with modular MZX8000 analog output and MZW8070 
windscreen. 48 volt phantom powered. Nextel Gray

MKH8090 506294
Wide cardioid studio condenser microphone. 
Frequency response 30Hz to 50kHz.

INV-3 USINV-3
Rycote shockmount for MKH8020, 8040, 8050 
microphones

INV-5 USINV-5
Rycote shockmount for boompole mounting for 
MKH8020, 8040, 8050 microphones

MZD8000 502097
Digital output module. Converts MKH8020, 8040, 
8050, 8060 and 8070 to AES42 digital mic Nextel Gray

MZE8015 502315
Extension tube that carries audio signal from capsule, 
to XLR module. (15cm) (6 inches) Nextel Gray

MZE8030 502433
Extension tube that carries audio signal from capsule, 
to XLR module. (30cm) (12 inches) Nextel Gray

MZE8060 502316
Extension tube that carries audio signal from capsule, 
to XLR module. (60cm) (24 inches) Nextel Gray

MZE8120 502317
Extension tube that carries audio signal from capsule, 
to XLR module. (120cm) (47 inches) Nextel Gray

MZEF8030 502434 Vertical bar for floorstand (30cm) (12 inches)
MZEF8060 502318 Vertical bar for floorstand (60cm) (24 inches)
MZEF8120 502319 Vertical bar for floorstand (120cm) (47 inches)
MZF8000 502320 In-line filter

MZFS8000 502322
Heavy design floor stand, insensitive to structure 
born noise.

MZG8000 502323
Swivel Joint, to be used in conjunction with MZS31, 
carries audio signal from capsule to XLR module

MZGE8000 502324 Bar connector. Joins Vertical bar with extension tube

MZGE8002 502325
Bar connector that joins vertical bar with two 
extension tubes

MZH8000 502435 Ceiling mount with cable guide and adjustable 

MZL8003 502326
Remote cable carries audio signal from capsule to 
XLR module (3m) (9'10")

MZL8010 502327
Remote cable carries audio signal from capsule to 
XLR module (10m) (32'9")

MZQ8000 502328 Standard mic clip for MKH 8000 (19mm)

MZQ8001 502329
Mini clip for use with remote cable.  3/8" standard 
threading

MZS31 005087
IS Series suspension shock mount, for use with 
MZT30, requires 50mm diameter hole (4.0 oz)

MZS8000 502330 Shockmount for MKH 8000 series
MZT8000 502331 Classic metal tablestand, sturdy and robust
MZT8001 502332 Elegant table stand with arylic base

MZW8000 502333
Windshield, dual layer design for efficent reduction 
of wind and pop noise Black

MZX8000 502098 XLR module for MKHC capsules Nextel Gray

KA600 505633
XLR-3 to a 3.5 mm connector cable for shotgun 
microphones Black

KA600i 505799
XLR-3 to a 3.5 mm smartphone connector cable for 
shotgun microphones Black

MKE400 502047
Small shotgun microphone for cameras with a lighting 
shoe mount and external microphone input

MKE400Windscreen 528117 Spare Part: MKE400:  replacement windscreen (black) Black

MKE44-P 003330

Stereo condenser X-Y microphone with built in bass 
attenuator, supplied with AC418 connecting cable and 
windscreen (27.0 oz)

MKE600 505453

The MKE600 is a small shot gun microphone with a 
high level of directivity for cameras with an external 
microphone input, supplied with MZW600 foam 
windscreen

MZH600 505454 Hairy windscreen for MKE600
MZS600 505570 Camera shockmount for MKE 600
MZW400 502364 Hairy windscreen and XLR adapter accessory kit
MZW600 505569 Foam windscreen for MKE600
042177 042177 Spare Part: MKE300. Windscreen Black

MZT100 001883
Heavy duty round table stand with skid-resistant 
rubber base, fits any 3/8 in threaded microphone 

ME34 005060
IS Series cardioid condenser capsule head, includes 
windscreen (1.0 oz) Black

ME34NX 500816
IS Series cardioid condenser capsule head, includes 
windscreen, non-reflective Nextel® gray (1.0 oz) Nextel gray

ME34W 005061
IS Series cardioid condenser capsule head in white, 
includes windscreen White

ME35 005063
IS Series supercardioid condenser capsule head, 
includes windscreen (1.0 oz) Black

ME35NX 500817
IS Series supercardioid condenser capsule head, 
includes windscreen, non-reflective Nextel® gray Nextel gray

ME35W 005064
IS Series super-cardioid condenser capsule head in 
white, includes windscreen White

ME36 005065
IS Series lobar mini shotgun condenser capsule head, 
includes windscreen (2.0 oz) Black

ME36NX 500818
IS Series lobar mini shotgun condenser capsule head, 
includes windscreen, non-reflective Nextel® gray Nextel gray

ME36W 005066
IS Series lobar mini shotgun condenser capsule head 
in white, includes windscreen White

MZC30 005088
IS Series 1.1 mm Kevlar-reinforced cable spool (9m/
29.5 ft) with integrated pre-amp for hanging Black

MZC30W 005089

IS Series 1.1 mm Kevlar-reinforced cable spool (9 m/
29.5 ft.) in white, includes integrated preamp for 
hanging applications White

MZH30 005090
IS Series ceiling mount for attaching and aligning ME 
34, ME 35 and ME 36 microphone capsules.  Black. 

MZH30W 005092
IS Series ceiling mount for attaching and aligning ME 
34, ME 35 and ME 36 microphone capsules.  White.  White

MZT30 005085
IS Series XLR female flange mount for fixed 
installation, requires 24.21 mm diameter hole (1.5 

MZT30L 009446
IS Series 5-pin XLR female flange mount for fixed 
installation, requires 24.21 mm diameter hole (1.5 

MZW34 005067 IS Series upgrade velour windscreen for ME34 and 
MZW36 005069 IS Series upgrade velour windscreen for ME36

I15-C USI15-C
ME34 cardioid capsule, MZH3015 gooseneck, MZT30 
flange mount and MZS31 shock mount Black

I15-L USI15-L
ME36 lobar mini shotgun capsule, MZH3015 
gooseneck, MZT30 flange mount and MZS31 shock Black

I15-S USI15-S
ME35 supercardioid capsule, MZH3015 gooseneck, 
MZT30 flange mount and MZS31 shock mount Black

I40-C USI40-C
ME34 cardioid capsule, MZH3040 gooseneck, MZT30 
flange mount and MZS31 shock mount Black

I40-L USI40-L
ME36 lobar mini shotgun capsule, MZH3040 
gooseneck, MZT30 flange mount and MZS31 shock Black

I40-S USI40-S
ME35 supercardioid capsule, MZH3040 gooseneck, 
MZT30 flange mount and MZS31 shock mount Black

I42-C USI42-C
ME34 cardioid capsule, MZH3042 gooseneck, MZT30 
flange mount and MZS31 shock mount

I42-L USI42-L
ME36 lobar mini shotgun capsule, MZH3042 
gooseneck, MZT30 flange mount and MZS31 shock 

I42-S USI42-S
ME35 supercardioid capsule, MZH3042 gooseneck, 
MZT30 flange mount and MZS31 shock mount

iMEG USIMEG
MEG 14-40 16" cardioid gooseneck, MZT30 flange 
mount and MZS31 shock mount

MZH3015 005074
IS Series 6 in (15 cm) single flex gooseneck with 3 pin 
XLR connector (3.0 oz)

MZH3015NX 500809
IS Series 6 in (15 cm) single flex gooseneck with 3 pin 
XLR connector, non-reflective Nextel® gray (3.0 oz) Nextel Gray

MZH3015W 504608

IS Series 6 in. (15 cm.) single-flex gooseneck in white 
with 3-pin XLR connector for use with ME 34, ME 35 
and ME 36 microphone heads

MZH3040 005076
IS Series 16 in (40 cm) single flex gooseneck with 3 
pin XLR connector (5.0 oz) Black

MZH3040NX 500810
IS Series 16 in (40 cm) single flex gooseneck with 3 
pin XLR connector, non-reflective Nextel® gray (5.0 Nextel Gray

MZH3042 009384
IS Series 16 in (40 cm) dual flex gooseneck with 3 pin 
XLR connector (5.0 oz) Black

MZH3042NX 500811
IS Series 16 in (40 cm) dual flex gooseneck with 3 pin 
XLR connector, non-reflective Nextel® gray (5.0 oz) Nextel Gray

MZH3062 500652
IS Series 23 in (60 cm) dual flex gooseneck with 3 pin 
XLR connector (5.0 oz) Black

MZH3062NX 500812
IS Series 23 in (60 cm) dual flex gooseneck with 3 pin 
XLR connector, non-reflective Nextel® gray (5.0 oz) Nextel Gray

MZH3072 500653
IS Series 27 in (70 cm) dual flex gooseneck with 3 pin 
XLR connector (5.0 oz) Black

MZH3072NX 500813
IS Series 27 in (70 cm) dual flex gooseneck with 3 pin 
XLR connector, non-reflective Nextel® gray (5.0 oz) Nextel Gray

MZH3015L 009435
IS Series 6 in (15 cm) single flex lightring gooseneck 
with 5 pin XLR connector (4.0 oz)

MZH3040L 009436
IS Series 16 in (40 cm) single flex lightring gooseneck 
with 5 pin XLR connector (6.0 oz) Black

MZH3042L 009437
IS Series 16 in (40 cm) dual flex lightring gooseneck 
with 5 pin XLR connector (6.0 oz) Black

MZH3062L 504609
IS Series 23 in. (60 cm.) dual flex gooseneck with 
integrated light ring and XLR-5 connector, black Black

MZH3072L 504610
IS Series 27 in. (70 cm.) dual flex gooseneck with 
integrated light ring and XLR-5 connector, black Black

MZFS60 500650
IS Series pass through wired floor stand, female XLR 
top, male XLR bottom, require gooseneck, 23.6 in Black

MZFS60NX 500891

IS Series pass through wired floor stand, female XLR 
top, male XLR bottom, require gooseneck, non-
reflective Nextel® gray, 23.6 in (60cm) Nextel Gray

MZFS80 500651
IS Series pass through wired floor stand, female XLR 
top, male XLR bottom, require gooseneck, 31.5 in Black

MZFS80NX 500892

IS Series pass through wired floor stand, female XLR 
top, male XLR bottom, require gooseneck, non-
reflective Nextel® gray, 31.5 in (80cm) Nextel Gray

MEG14-40 504791 16 inch cardioid gooseneck microphone
MEG14-40-L 504792 16 inch cardioid gooseneck microphone with light 
MAS 1 TC B 506722 Installation Mic Activation Button, Includes Cable Black

MAS 1 TC G 506724 Installation Mic Activation Button, Includes Cable Gray

MAS 1 TC W 506723 Installation Mic Activation Button, Includes Cable White

MAS 2 TC B 506603 Installation Hook Switch, Includes Cable Black

MAS 2 TC G 506605 Installation Hook Switch, Includes Cable Gray

MAS 2 TC W 506604 Installation Hook Switch, Includes Cable White

MAS133 505621
Speechline Inline Logic Box with (2) XLR-3 for audio 
and (1) XLR-5 for control (via MAS 1) Black

MAS1B 505618 Speechline Install Mic Activation Button Black

MAS1G 505620 Speechline Install Mic Activation Button Grey

MAS1W 505619 Speechline Install Mic Activation Button White

MEB102-LB 505603
Speechline Install Boundary Mic - Omni - with Bi-
Color LED  (XLR-5) Black

MEB102-LG 505605
Speechline Install Boundary Mic - Omni - with Bi-
Color LED  (XLR-5) Grey

MEB102-LW 505604
Speechline Install Boundary Mic - Omni - with Bi-
Color LED  (XLR-5) White

MEB102B 505600 Speechline Install Boundary Mic - Omni Black

MEB102G 505602 Speechline Install Boundary Mic - Omni Grey

MEB102W 505601 Speechline Install Boundary Mic - Omni White

MEB104-LB 505609
Speechline Install Boundary Mic - Cardioid - with Bi-
Color LED (XLR-5) Black

MEB104-LG 505611
Speechline Install Boundary Mic - Cardioid - with Bi-
Color LED (XLR-5) Gray

MEB104-LW 505610
Speechline Install Boundary Mic - Cardioid - with Bi-
Color LED (XLR-5) White

MEB104B 505606 Speechline Install Boundary Mic - Cardioid Black

MEB104G 505608 Speechline Install Boundary Mic - Cardioid Grey

MEB104W 505607 Speechline Install Boundary Mic - Cardioid White

MEB114-SB 505615

Speechline Table Boundary Mic - Cardioid - with 
programmable button (On, On/Off, PTT, PTM) and 
TTL Logic Black

MEB114-SG 505617

Speechline Table Boundary Mic - Cardioid - with 
programmable button (On, On/Off, PTT, PTM) and 
TTL Logic Gray

MEB114-SW 505616

Speechline Table Boundary Mic - Cardioid - with 
programmable button (On, On/Off, PTT, PTM) and 
TTL Logic White

MEB114B 505612 Speechline Table Boundary Mic - Cardioid. Black Black

MEB114G 505614 Speechline Table Boundary Mic - Cardioid. Gray Gray

MEB114W 505613 Speechline Table Boundary Mic - Cardioid. White White

MAT133-SB 505624
Speechline Table Stand (XLR 3) with configurable 
switch (On/Off, PTT, PTM) Black

MAT133-SNX 505625
Speechline Table Stand (XLR 3) with configurable 
switch (On/Off, PTT, PTM) Nextel Grey

MAT133B 505622 Speechline Table Stand (XLR 3) Black

MAT133NX 505623 Speechline Table Stand (XLR 3) Nextel Grey

I30H-C USI30H-C
ME34 cardioid capsule, MZC30 cable and MZH30 
ceiling hanger Black

I30H-L USI30H-L
ME36 lobar mini shotgun capsule, MZC30 cable and 
MZH30 ceiling hanger Black

I30H-S USI30H-S
ME35 supercardioid capsule, MZC30 cable and MZH30 
ceiling hanger Black

GAM1 504944

Single-channel rack-mount kit mounts one EM 10 
receiver in a 19-inch rack, includes two rack-mount 
adapters, BNC cables and antenna front-mount 
adapters

GAM2 504945

Two-channel rack-mount kit mounts two EM 10 
receivers side-by-side in a 19-inch rack, includes 
rack-mount adapters, BNC cables, antenna front-
mount adapters, two 1:2 antenna splitters and 
mounting material

GAM3 505669
Two-channel rack-mount kit mounts two EM 10 
receivers side-by-side in a 19-inch rack

XSW12-A 504920

Presentation Set featuring SK20 bodypack 
transmitter, ME2-2 omnidirectional lavalier, and EM10 
true diversity receiver (542-578 MHz)

XSW12-B 504919

Presentation Set featuring SK20 bodypack 
transmitter, ME2-2 omnidirectional lavalier, and EM10 
true diversity receiver (614-638 MHz)

XSW35-A 504935

Vocal Set featuring SKM35 handheld transmitter with 
e835 dynamic cardioid capsule, MZQ1 mic clip and 
EM10 true diversity receiver (542-578 MHz)

XSW35-B 504934

Vocal Set featuring SKM35 handheld transmitter with 
e835 dynamic cardioid capsule, MZQ1 mic clip and 
EM10 true diversity receiver (614-638 MHz)

XSW52-A 504925

Headmic Set featuring SK20 bodypack transmitter, 
ME3 cardioid headmic, and EM10 true diversity 
receiver (542-578 MHz)

XSW52-B 504924

Headmic Set featuring SK20 bodypack transmitter, 
ME3 cardioid headmic, and EM10 true diversity 
receiver (614-638 MHz)

XSW65-A 504940

Vocal Set featuring SKM65 handheld transmitter with 
supercardioid condenser capsule, MZQ1 mic clip and 
EM10 true diversity receiver (542-578 MHz)

XSW65-B 504939

Vocal Set featuring SKM65 handheld transmitter with 
supercardioid condenser capsule, MZQ1 mic clip and 
EM10 true diversity receiver (614-638 MHz)

XSW72-A 504930

Instrument Set featuring SK20 bodypack transmitter, 
CI1 instrument cable, and EM10 true diversity 
receiver (542-578 MHz)

XSW72-B 504929

Instrument Set featuring SK20 bodypack transmitter, 
CI1 instrument cable, and EM10 true diversity 
receiver (614-638 MHz)

EW112G3-A 503169

SK100 G3 bodypack transmitter, ME2 omni lavalier 
and EM100 G3 rack-mountable receiver. GA3 rack kit 
not included. (516-558 MHz)

EW112G3-B 503175

SK100 G3 bodypack transmitter, ME2 omni lavalier 
and EM100 G3 rack-mountable receiver. GA3 rack kit 
not included. (626-668 MHz)

EW112G3-G 503172

SK100 G3 bodypack transmitter, ME2 omni lavalier 
and EM100 G3 rack-mountable receiver. GA3 rack kit 
not included. (566-608 MHz)

EW122G3-A 503187

SK100 G3 bodypack transmitter, ME4 cardioid lavalier 
and EM100 G3 rack-mountable receiver.  GA3 rack kit 
not included. (516-558 MHz)

EW122G3-B 503193

SK100 G3 bodypack transmitter, ME4 cardioid lavalier 
and EM100 G3 rack-mountable receiver.  GA3 rack kit 
not included. (626-668 MHz)

EW122G3-G 503190

SK100 G3 bodypack transmitter, ME4 cardioid lavalier 
and EM100 G3 rack-mountable receiver.  GA3 rack kit 
not included. (566-608 MHz)

EW135G3-A 503237

SKM100 G3 handheld transmitter with e835 cardioid 
dynamic capsule and EM100 G3 rack-mountable 
diversity receiver.  GA3 rack kit not included. 
(516-558 MHz)

EW135G3-B 503243

SKM100 G3 handheld transmitter with e835 cardioid 
dynamic capsule and EM100 G3 rack-mountable 
diversity receiver.  GA3 rack kit not included. 
(626-668 MHz)

EW135G3-G 503240

SKM100 G3 handheld transmitter with e835 cardioid 
dynamic capsule and EM100 G3 rack-mountable 
diversity receiver.  GA3 rack kit not included. 
(566-608 MHz)

EW145G3-A 503255

SKM100 G3 handheld transmitter with e845 
supercardioid dynamic capsule and EM100 G3 rack-
mountable diversity receiver.  GA3 rack kit not 
included. (516-558 MHz)

EW145G3-B 503259

SKM100 G3 handheld transmitter with e845 
supercardioid dynamic capsule and EM100 G3 rack-
mountable diversity receiver.  GA3 rack kit not 
included. (626-668 MHz)

EW145G3-G 503257

SKM100 G3 handheld transmitter with e845 
supercardioid dynamic capsule and EM100 G3 rack-
mountable diversity receiver.  GA3 rack kit not 
included. (566-608 MHz)

EW152G3-A 503205

SK100 G3 bodypack transmitter, ME3-ew cardioid 
headset and EM100 G3 rack-mountable diversity 
receiver.  GA3 rack kit not included. (516-558 MHz)

EW152G3-B 503211

SK100 G3 bodypack transmitter, ME3-ew cardioid 
headset and EM100 G3 rack-mountable diversity 
receiver.  GA3 rack kit not included. (626-668 MHz)

EW152G3-G 503208

SK100 G3 bodypack transmitter, ME3-ew cardioid 
headset and EM100 G3 rack-mountable diversity 
receiver.  GA3 rack kit not included. (566-608 MHz)

EW165G3-A 503269

SKM100 G3 handheld transmitter with e865 
supercardioid condenser capsule and EM100 G3 rack-
mountable diversity receiver.  GA3 rack kit not 
included. (516-558 MHz)

EW165G3-B 503273

SKM100 G3 handheld transmitter with e865 
supercardioid condenser capsule and EM100 G3 rack-
mountable diversity receiver.  GA3 rack kit not 
included. (626-668 MHz)

EW165G3-G 503271

SKM100 G3 handheld transmitter with e865 
supercardioid condenser capsule and EM100 G3 rack-
mountable diversity receiver.  GA3 rack kit not 
included. (566-608 MHz)

EW172G3-A 503223

SK100 G3 bodypack transmitter, Ci1 instrument cable 
and EM100 G3 rack-mountable diversity receiver. GA3 
rack kit not included. (516-558 MHz)

EW172G3-B 503227

SK100 G3 bodypack transmitter, Ci1 instrument cable 
and EM100 G3 rack-mountable diversity receiver. GA3 
rack kit not included. (626-668 MHz)

EW172G3-G 503225

SK100 G3 bodypack transmitter, Ci1 instrument cable 
and EM100 G3 rack-mountable diversity receiver. GA3 
rack kit not included. (566-608 MHz)

EW100ENGG3-A 503110

SK100 G3 bodypack, ME2 omni lavalier, SKP100 G3 
plug-on for dynamic mics and EK100 G3 portable 
receiver, with 1/8" and XLR unbalanced output cables 
and camera mount. (516-558 MHz)

EW100ENGG3-B 503308

SK100 G3 bodypack, ME2 omni lavalier, SKP100 G3 
plug-on for dynamic mics and EK100 G3 portable 
receiver, with 1/8" and XLR unbalanced output cables 
and camera mount.  (626-668 MHz)

EW100ENGG3-G 503307

SK100 G3 bodypack, ME2 omni lavalier, SKP100 G3 
plug-on for dynamic mics and EK100 G3 portable 
receiver, with 1/8" and XLR unbalanced output cables 
and camera mount.  (566-608 MHz)

EW112PG3-A 503107

SK100 G3 bodypack, ME2 omni lavalier, EK100 
portable receiver, Ci1 1/8" output cable, CL100 XLR 
unbalanced output cable, CA2 camera mount. 
(516-558 MHz)

EW112PG3-B 503284

SK100 G3 bodypack, ME2 omni lavalier, EK100 
portable receiver, Ci1 1/8" output cable, CL100 XLR 
unbalanced output cable, CA2 camera mount.
(626-668 MHz)

EW112PG3-G 503283

SK100 G3 bodypack, ME2 omni lavalier, EK100 
portable receiver, Ci1 1/8" output cable, CL100 XLR 
unbalanced output cable, CA2 camera mount. 
(566-608 MHz)

EW122PG3-A 503108

SK100 G3 bodypack transmitter, ME4 cardioid lavalier, 
EK100 portable receiver with CI1 1/8" and CL100 XLR 
unbalanced output cables, CA2 camera mount. 
(516-558 MHz)

EW122PG3-B 503292

SK100 G3 bodypack transmitter, ME4 cardioid lavalier, 
EK100 portable receiver with CI1 1/8" and CL100 XLR 
unbalanced output cables, CA2 camera mount.  
(626-668 MHz)

EW122PG3-G 503291

SK100 G3 bodypack transmitter, ME4 cardioid lavalier, 
EK100 portable receiver with CI1 1/8" and CL100 XLR 
unbalanced output cables, CA2 camera mount.   
(566-608 MHz)

EW135PG3-A 503109

SKM100 G3 handheld transmiter with e835 cardioid 
dynamic capsule, MZQ1 mic clip, EK100 G3 portable 
receiver with CI1 1/8" and CL100 XLR unbalanced 
output cables, CA2 camera mount.  (516-558 MHz)

EW135PG3-B 503300

SKM100 G3 handheld transmiter with e835 cardioid 
dynamic capsule, MZQ1 mic clip, EK100 G3 portable 
receiver with CI1 1/8" and CL100 XLR unbalanced 
output cables, CA2 camera mount  (626-668 MHz)

EW135PG3-G 503299

SKM100 G3 handheld transmiter with e835 cardioid 
dynamic capsule, MZQ1 mic clip, EK100 G3 portable 
receiver with CI1 1/8" and CL100 XLR unbalanced 
output cables, CA2 camera mount. GA3 rack kit not 
included. (566-608 MHz)

EK100G3-A 503125

Portable diversity receiver with CL1 1/8" and CL100 
XLR unbalanced output cables, CA2 camera mount 
adapter. (516-558 MHz)

EK100G3-B 503531

Portable diversity receiver with CL1 1/8" and CL100 
XLR unbalanced output cables, CA2 camera mount 
adapter. (626-668 MHz)

EK100G3-G 503530

Portable diversity receiver with CL1 1/8" and CL100 
XLR unbalanced output cables, CA2 camera mount 
adapter. (566-608 MHz)

EM100G3-A 503512
True diversity, rack-mountable receiver with NT2-3-
US power supply. GA3 rack kit not included. (516-558 

EM100G3-B 503518
True diversity, rack-mountable receiver with NT2-3-
US power supply. GA3 rack kit not included. (626-668 

EM100G3-G 503515
True diversity, rack-mountable receiver with NT2-3-
US power supply. GA3 rack kit not included. (566-608 

SK100G3-A 503126 Bodypack transmitter (516-558 MHz)
SK100G3-B 503539 Bodypack transmitter (626-668 MHz)
SK100G3-G 503538 Bodypack transmitter (566-608 MHz)

SKM100-835G3-A 503127
Handheld transmitter with e835 cardioid dynamic 
capsule and MZQ1 mic clip (516-558 MHz)

SKM100-835G3-B 503556
Handheld transmitter with e835 cardioid dynamic 
capsule and MZQ1 mic clip (626-668 MHz)

SKM100-835G3-G 503555
Handheld transmitter with e835 cardioid dynamic 
capsule and MZQ1 mic clip (566-608 MHz)

SKM100-845G3-A 503128
Handheld transmitter with e845 supercardioid 
dynamic capsule and MZQ1 mic clip (516-558 MHz)

SKM100-845G3-B 503564
Handheld transmitter with e845 supercardioid 
dynamic capsule and MZQ1 mic clip (626-668 MHz)

SKM100-845G3-G 503563
Handheld transmitter with e845 supercardioid 
dynamic capsule and MZQ1 mic clip (566-608 MHz)

SKM100-865G3-A 503129
Handheld transmitter with e865 supercardioid 
condenser capsule and MZQ1 mic clip  (516-558 MHz)

SKM100-865G3-B 503572
Handheld transmitter with e865 supercardioid 
condenser capsule and MZQ1 mic clip (626-668 MHz)

SKM100-865G3-G 503571
Handheld transmitter with e865 supercardioid 
condenser capsule and MZQ1 mic clip (566-608 MHz)

SKP100G3-A 503130
Plug-on transmitter for dynamic microphones and 
audio signals (516-558 MHz)

SKP100G3-B 503580
Plug-on transmitter for dynamic microphones  and 
audio signals (626-668 MHz)

SKP100G3-G 503579
Plug-on transmitter for dynamic microphones  and 
audio signals (566-608 MHz)

EW112CC835G3-A USEW112CC835G3-A

ew 112 G3 (SK100 G3 bodypack, ME 2 omni lavalier, 
EM100 G3 receiver) with GA3 rack-mount kit and 
SKM100-835 G3 handheld. (518-558 MHz)

EW112CC835G3-B USEW112CC835G3-B

ew 112 G3 (SK100 G3 bodypack, ME 2 omni lavalier, 
EM100 G3 receiver) with GA3 rack-mount kit and 
SKM100-835 G3 handheld. (626-668 MHz)

EW112CC835G3-G USEW112CC835G3-G

ew 112 G3 (SK100 G3 bodypack, ME 2 omni lavalier, 
EM100 G3 receiver) with GA3 rack-mount kit and 
SKM100-835 G3 handheld. (566-608 MHz)

EW112G3CC-A USEW112G3CC-A

ew 112 G3 (SK100 G3 bodypack, ME 2 omni lavalier, 
EM100 G3 receiver) with GA3 rack-mount kit. 
(518-558 MHz)

EW112G3CC-B USEW112G3CC-B

ew 112 G3 (SK100 G3 bodypack, ME 2 omni lavalier, 
EM100 G3 receiver) with GA3 rack-mount kit. 
(626-668 MHz)

EW112G3CC-G USEW112G3CC-G

ew 112 G3 (SK100 G3 bodypack, ME 2 omni lavalier, 
EM100 G3 receiver) with GA3 rack-mount kit. 
(566-608 MHz)

EW122CC835G3-A USEW122CC835G3-A

SK100 G3 bodypack, ME 4 cardioid lavalier, EM100 G3 
receiver with GA3 rack-mount kit and SKM100-835 G3 
handheld. (518-558 MHz)

EW122CC835G3-B USEW122CC835G3-B

SK100 G3 bodypack, ME 4 cardioid lavalier, EM100 G3 
receiver with GA3 rack-mount kit and SKM100-835 G3 
handheld. (626-668 MHz)

EW122CC835G3-G USEW122CC835G3-G

SK100 G3 bodypack, ME 4 cardioid lavalier, EM100 G3 
receiver with GA3 rack-mount kit and SKM100-835 G3 
handheld. (566-608 MHz)

EW122G3CC-A USEW122G3CC-A

ew 122 G3 (SK100 G3 bodypack, ME 4 cardioid 
lavalier, EM100 G3 receiver) with GA3 rack-mount kit. 
(518-558 MHz)

EW122G3CC-B USEW122G3CC-B

ew 122 G3 (SK100 G3 bodypack, ME 4 cardioid 
lavalier, EM100 G3 receiver) with GA3 rack-mount kit. 
(626-668 MHz)

EW122G3CC-G USEW122G3CC-G

ew 122 G3 (SK100 G3 bodypack, ME 4 cardioid 
lavalier, EM100 G3 receiver) with GA3 rack-mount kit. 
(566-608 MHz)

EW135G3CC-A USEW135G3CC-A

ew 135 G3 (SKM100 G3 handheld with e835 capsule 
and EM100 G3 receiver) with GA3 rack-mount kit. 
(518-558 MHz)

EW135G3CC-B USEW135G3CC-B

ew 135 G3 (SKM100 G3 handheld with e835 capsule 
and EM100 G3 receiver) with GA3 rack-mount kit. 
(626-668 MHz)

EW135G3CC-G USEW135G3CC-G

ew 135 G3 (SKM100 G3 handheld with e835 capsule 
and EM100 G3 receiver) with GA3 rack-mount kit. 
(566-608 MHz)

EW172G3CC-A USEW172G3CC-A

ew 172 G3 (Bodypack transmitter, Ci1 instrument 
cable, rack-mountable receiver) with GA3 rack-
mount kit. (518-558 MHz)

EW172G3CC-B USEW172G3CC-B

ew 172 G3 (Bodypack transmitter, Ci1 instrument 
cable, rack-mountable receiver) with GA3 rack-
mount kit. (626-668 MHz)

EW172G3CC-G USEW172G3CC-G

ew 172 G3 (Bodypack transmitter, Ci1 instrument 
cable, rack-mountable receiver) with GA3 rack-
mount kit. (566-608 MHz)

EW172G3EAR4BEICC
-A USEW1G3CCEAR4B-A

ew 172 G3 (bodypack, Ci1 instrument cable, rack 
receiver) with GA3 rack-mount kit and EarSet 4-ew-3 
single-sided ear-worn mic (cardioid, beige). (518-558 
MHz)

EW172G3EAR4BEICC
-B USEW1G3CCEAR4B-B

ew 172 G3 (bodypack, Ci1 instrument cable, rack 
receiver) with GA3 rack-mount kit and EarSet 4-ew-3 
single-sided ear-worn mic (cardioid, beige). (626-668 
MHz)

EW172G3EAR4BEICC
-G USEW1G3CCEAR4B-G

ew 172 G3 (bodypack, Ci1 instrument cable, rack 
receiver) with GA3 rack-mount kit and EarSet 4-ew-3 
single-sided ear-worn mic (cardioid, beige). (566-608 
MHz)

EW172G3EAR4CC-A USEW1G3CCEAR4-A

ew 172 G3 (bodypack, Ci1 instrument cable, rack 
receiver) with GA3 rack-mount kit and EarSet 4-ew 
single-sided ear-worn mic (cardioid, black)

EW172G3EAR4CC-B USEW1G3CCEAR4-B

ew 172 G3 (bodypack, Ci1 instrument cable, rack 
receiver) with GA3 rack-mount kit and EarSet 4-ew 
single-sided ear-worn mic (cardioid, black). (626-668 
MHz)

EW172G3EAR4CC-G USEW1G3CCEAR4-G

ew 172 G3 (bodypack, Ci1 instrument cable, rack 
receiver) with GA3 rack-mount kit and EarSet 4-ew 
single-sided ear-worn mic (cardioid, black). (566-608 
MHz)

EW172G3MKE2CC-A USEW1G3CCMKE2-A

ew 172 G3 (bodypack transmitter, Ci1 instrument 
cable, rack-mountable receiver) with GA3 rack-
mount kit and (black) MKE2-EW Gold omni lavalier. 
(518-558 MHz)

Black (MKE2 Gold)

EW172G3MKE2CC-B USEW1G3CCMKE2-B

ew 172 G3 (bodypack transmitter, Ci1 instrument 
cable, rack-mountable receiver) with GA3 rack-
mount kit and (black) MKE2-EW Gold omni lavalier. 
(626-668 MHz)

Black (MKE2 Gold)

EW172G3MKE2CC-G USEW1G3CCMKE2-G

ew 172 G3 (bodypack transmitter, Ci1 instrument 
cable, rack-mountable receiver) with GA3 rack-
mount kit and (black) MKE2-EW Gold omni lavalier. 
(566-608 MHz)

Black (MKE2 Gold)

EW312G3-A 503330

SK300 G3 bodypack transmitter, ME2 omni lavalier 
and EM300 G3 diversity receiver with GA3 rack-mount 
kit. (516-558 MHz)

EW312G3-B 503334

SK300 G3 bodypack transmitter, ME2 omni lavalier 
and EM300 G3 rack-mountable diversity receiver with 
GA3 rack-mount kit. (626-668 MHz)

EW312G3-G 503332

SK300 G3 bodypack transmitter, ME2 omni lavalier 
and EM300 G3 rack-mountable diversity receiver with 
GA3 rack-mount kit.  (566-608 MHz)

EW322G3-A 503345

SK300 G3 bodypack transmitter, ME4 cardioid lavalier 
and EM300 G3 rack-mountable diversity receiver with 
GA3 rack mount kit. (516-558 MHz)

EW322G3-B 503349

SK300 G3 bodypack transmitter, ME4 cardioid lavalier 
and EM300 G3 rack-mountable diversity receiver with 
GA3 rack mount kit. (626-668 MHz)

EW322G3-G 503347

SK300 G3 bodypack transmitter, ME4 cardioid lavalier 
and EM300 G3 rack-mountable diversity receiver with 
GA3 rack mount kit. (566-608 MHz)

EW335G3-A 503375

SKM300 G3 handheld transmitter with e835 dynamic 
cardioid capsule and EM300 G3 rack-mountable 
diversity receiver with GA3 rack mount kit. (516-558 
MHz)

EW335G3-B 503379

SKM300 G3 handheld transmitter with e835 dynamic 
cardioid capsule and EM300 G3 rack-mountable 
diversity receiver with GA3 rack mount kit. (626-668 
MHz)

EW335G3-G 503377

SKM300 G3 handheld transmitter with e835 dynamic 
cardioid capsule and EM300 G3 rack-mountable 
diversity receiver with GA3 rack mount kit. (566-608 
MHz)

EW345G3-A 503390

SKM300 G3 handheld with e845 dynamic 
supercardioid capsule and EM300 G3 rack-mountable 
diversity receiver with GA3 rack mount kit. (516-558 
MHz)

EW345G3-B 503394

SKM300 G3 handheld with e845 dynamic 
supercardioid capsule and EM300 G3 rack-mountable 
diversity receiver with GA3 rack mount kit. (626-668 
MHz)

EW345G3-G 503392

SKM300 G3 handheld with e845 dynamic 
supercardioid capsule and EM300 G3 rack-mountable 
diversity receiver with GA3 rack mount kit. (566-608 
MHz)

EW352G3-A 503360

SK300 G3 bodypack transmitter, ME3-ew cardioid 
headset and EM300 G3 rack-mountable diversity 
receiver with GA3 rack-mount kit. (516-558 MHz)

EW352G3-B 503364

SK300 G3 bodypack transmitter, ME3-ew cardioid 
headset and EM300 G3 rack-mountable diversity 
receiver with GA3 rack-mount kit (626-668 MHz)

EW352G3-G 503362

SK300 G3 bodypack transmitter, ME3-ew cardioid 
headset and EM300 G3 rack-mountable diversity 
receiver with GA3 rack-mount kit (566-608 MHz)

EW365G3-A 503405

SKM300 G3 handheld transmitter with e865 
supercardioid condenser capsule and EM300 G3 rack-
mountable diversity receiver with GA3 rack-mount 
kit. (516-558 MHz)

EW365G3-B 503409

SKM300 G3 handheld transmitter with e865 
supercardioid condenser capsule and EM300 G3 rack-
mountable diversity receiver with GA3 rack-mount 
kit. (626-668 MHz)

EW365G3-G 503407

SKM300 G3 handheld transmitter with e865 
supercardioid condenser capsule and EM300 G3 rack-
mountable diversity receiver with GA3 rack-mount 
kit. (566-608 MHz)

EM300G3-A 503587
True diversity, rack-mountable receiver with GA3 
rack mount kit and NT2-3-US power supply (516-558 

EM300G3-B 503591
True diversity, rack-mountable receiver with GA3 
rack mount kit and NT2-3-US power supply (626-668 

EM300G3-G 503589
True diversity, rack-mountable receiver with GA3 
rack mount kit and NT2-3-US power supply (566-608 

RMS1 503164 Remote mute switch exclusively for SK300G3

SK300G3-A 503132
Bodypack transmitter with input for RMS1 external 
mute switch. (516-558 MHz)

SK300G3-B 503603
Bodypack transmitter with input for RMS1 external 
mute switch. (626-668 MHz)

SK300G3-G 503602
Bodypack transmitter with input for RMS1 external 
mute switch. (566-608 MHz)

SKM300-835G3-A 503133

Handheld transmitter with programmable mute 
button, e835 cardioid dynamic capsule and MZQ1 mic 
clip. (516-558 MHz)

SKM300-835G3-B 503612

Handheld transmitter with programmable mute 
button, e835 cardioid dynamic capsule and MZQ1 mic 
clip. (626-668 MHz)

SKM300-835G3-G 503611

Handheld transmitter with programmable mute 
button, e835 cardioid dynamic capsule and MZQ1 mic 
clip. (566-608 MHz)

SKM300-845G3-A 503134

Handheld transmitter with programmable mute 
button, e845 supercardioid dynamic capsule and 
MZQ1 mic clip. (516-558 MHz)

SKM300-845G3-B 503621

Handheld transmitter with programmable mute 
button, e845 supercardioid dynamic capsule and 
MZQ1 mic clip. (626-668 MHz)

SKM300-845G3-G 503620

Handheld transmitter with programmable mute 
button, e845 supercardioid dynamic capsule and 
MZQ1 mic clip. (566-608 MHz)

SKM300-865G3-A 503135

Handheld transmitter with programmable mute, e865 
supercardioid condenser capsule and MZQ1 mic clip. 
(516-558 MHz)

SKM300-865G3-B 503630

Handheld transmitter with programmable mute 
button, e865 supercardioid condenser capsule and 
MZQ1 mic clip. (626-668 MHz)

SKM300-865G3-G 503629

Handheld transmitter with programmable mute 
button, e865 supercardioid condenser capsule and 
MZQ1 mic clip. (566-608 MHz)

SKP300G3-A 505500
Plug-on transmitter with phantom power (+48V) and 
selectable RF output power of 10 or 30 mW (516-558 

SKP300G3-B 505502
Plug-on transmitter with phantom power (+48V) and 
selectable RF output power of 10 or 30 mW (626-668 

SKP300G3-G 505501
Plug-on transmitter with phantom power (+48V) and 
selectable RF output power of 10 or 30 mW (566-608 

EW312/335G3-A USEW312/335G3-A

SKM300 G3 handheld with e835 cardioid dynamic 
capsule, EM300 G3 receiver, GA3 rack-mount kit, 
SK300 G3 bodypack transmitter, ME2 omni lavalier 
and AM2 (516-558 MHz)

EW312/335G3-B USEW312/335G3-B

SKM300 G3 handheld with e835 cardioid dynamic 
capsule, EM300 G3 receiver, GA3 rack-mount kit, 
SK300 G3 bodypack transmitter, ME2 omni lavalier 
and AM2 (626-668 MHz)

EW312/335G3-G USEW312/335G3-G

SKM300 G3 handheld with e835 cardioid dynamic 
capsule, EM300 G3 receiver, GA3 rack-mount kit, 
SK300 G3 bodypack transmitter, ME2 omni lavalier 
and AM2. (566-608 MHz)

EW312/345G3-A USEW312/345G3-A

SKM300 G3 handheld with e845 supercardioid 
dynamic capsule, EM300 G3 receiver, GA3 rack-mount 
kit, SK300 G3 bodypack, ME2 omni lavalier and AM2. 
(516-558 MHz)

EW312/345G3-B USEW312/345G3-B

SKM300 G3 handheld with e845 supercardioid 
dynamic capsule, EM300 G3 receiver, GA3 rack-mount 
kit, SK300 G3 bodypack, ME2 omni lavalier and AM2. 
(626-668 MHz)

EW312/345G3-G USEW312/345G3-G

SKM300 G3 handheld with e845 supercardioid 
dynamic capsule, EM300 G3 receiver, GA3 rack-mount 
kit, SK300 G3 bodypack, ME2 omni lavalier and AM2. 
(566-608 MHz)

EW312/365G3-A USEW312/365G3-A

SKM300 G3 handheld with e865 supercardioid 
condenser capsule, EM300 G3 receiver, GA3 rack-
mount kit, SK300 G3 bodypack, ME2 omni lavalier and 
AM2.  (516-558 MHz)

EW312/365G3-B USEW312/365G3-B

SKM300 G3 handheld with e865 supercardioid 
condenser capsule, EM300 G3 receiver, GA3 rack-
mount kit, SK300 G3 bodypack, ME2 omni lavalier and 
AM2.  (626-668 MHz)

EW312/365G3-G USEW312/365G3-G

SKM300 G3 handheld with e865 supercardioid 
condenser capsule, EM300 G3 receiver, GA3 rack-
mount kit, SK300 G3 bodypack, ME2 omni lavalier and 
AM2.  (566-608 MHz)

EW322/335G3-A USEW322/335G3-A

SKM300 G3 handheld with e835 cardioid dynamic 
capsule, EM300 G3 receiver, GA3 rack-mount kit, 
SK300 G3 bodypack, ME4 cardioid lavalier and AM2. 
(516-558 MHz)

EW322/335G3-B USEW322/335G3-B

SKM300 G3 handheld with e835 cardioid dynamic 
capsule, EM300 G3 receiver, GA3 rack-mount kit, 
SK300 G3 bodypack, ME4 cardioid lavalier and AM2. 
(626-668 MHz)

EW322/335G3-G USEW322/335G3-G

SKM300 G3 handheld with e835 cardioid dynamic 
capsule, EM300 G3 receiver, GA3 rack-mount kit, 
SK300 G3 bodypack, ME4 cardioid lavalier and AM2. 
(566-608 MHz)

EW322/345G3-A USEW322/345G3-A

SKM300 G3 handheld with e845 supercardioid 
dynamic capsule, EM300 G3 receiver, GA3 rack-mount 
kit, SK300 G3 bodypack, ME4 cardioid lavalier and 
AM2. (516-558 MHz)

EW322/345G3-B USEW322/345G3-B

SKM300 G3 handheld with e845 supercardioid 
dynamic capsule, EM300 G3 receiver, GA3 rack-mount 
kit, SK300 G3 bodypack, ME4 cardioid lavalier and 
AM2. (626-668 MHz)

EW322/345G3-G USEW322/345G3-G

SKM300 G3 handheld with e845 supercardioid 
dynamic capsule, EM300 G3 receiver, GA3 rack-mount 
kit, SK300 G3 bodypack, ME4 cardioid lavalier and 
AM2. (566-608 MHz)

EW322/365G3-A USEW322/365G3-A

SKM300 G3 handheld with e865 supercardioid 
condenser capsule, EM300 G3 receiver, GA3 rack-
mount kit, SK300 G3 bodypack, ME4 cardioid lavalier 
and AM2. (516-558 MHz)

EW322/365G3-B USEW322/365G3-B

SKM300 G3 handheld with e865 supercardioid 
condenser capsule, EM300 G3 receiver, GA3 rack-
mount kit, SK300 G3 bodypack, ME4 cardioid lavalier 
and AM2. (626-668 MHz)

EW322/365G3-G USEW322/365G3-G

SKM300 G3 handheld with e865 supercardioid 
condenser capsule, EM300 G3 receiver, GA3 rack-
mount kit, SK300 G3 bodypack, ME4 cardioid lavalier 
and AM2. (566-608 MHz)

EW500-935G3-A 503467

SKM500 G3 handheld transmitter with e935 cardioid 
dynamic capsule and EM500 G3 rack-mountable 
diversity receiver with GA3 rack mount kit. (516-558 
MHz)

EW500-935G3-B 503471

SKM500 G3 handheld transmitter with e935 cardioid 
dynamic capsule and EM500 G3 rack-mountable 
diversity receiver with GA3 rack mount kit. (626-668 
MHz)

EW500-935G3-G 503469

SKM500 G3 handheld transmitter with e935 cardioid 
dynamic capsule and EM500 G3 rack-mountable 
diversity receiver with GA3 rack mount kit. (566-608 
MHz)

EW500-945G3-A 503482

SKM500 G3 handheld transmitter with e945 
supercardioid dynamic capsule and EM500 G3 rack-
mountable diversity receiver with GA3 rack mount 
kit. (516-558 MHz)

EW500-945G3-B 503486

SKM500 G3 handheld transmitter with e945 
supercardioid dynamic capsule and EM500 G3 rack-
mountable diversity receiver with GA3 rack mount 
kit. (626-668 MHz)

EW500-945G3-G 503484

SKM500 G3 handheld transmitter with e945 
supercardioid dynamic capsule and EM500 G3 rack-
mountable diversity receiver with GA3 rack mount 
kit. (566-608 MHz)

EW500-965G3-A 503497

SKM500 G3 handheld transmitter with e965 true 
condenser, multi-pattern capsule and EM500 G3 rack-
mountable diversity receiver with GA3 rack mount 
kit. (516-558 MHz)

EW500-965G3-B 503501

SKM500 G3 handheld transmitter with e965 true 
condenser, multi-pattern capsule and EM500 G3 rack-
mountable diversity receiver with GA3 rack mount 
kit.(626-668 MHz)

EW500-965G3-G 503499

SKM500 G3 handheld transmitter with e965 true 
condenser, multi-pattern capsule and EM500 G3 rack-
mountable diversity receiver with GA3 rack mount 
kit. (566-608 MHz)

EW512G3-A 503437

SK500 G3 bodypack transmitter, MKE2-ew Gold omni 
lavalier (black) and EM500 G3 rack-mountable 
diversityreceiver with GA3 rack-mount kit. (516-558 
MHz)

EW512G3-B 503441

SK500 G3 bodypack transmitter, MKE2-ew Gold omni 
lavalier (black) and EM500 G3 rack-mountable 
diversity receiver with GA3 rack-mount kit. (626-668 
MHz)

EW512G3-G 503439

SK500 G3 bodypack transmitter, MKE2-ew Gold omni 
lavalier (black) and EM500 G3 rack-mountable 
diversity receiver with GA3 rack-mount kit. (566-608 
MHz)

EW572G3-A 503452

SK500 G3 bodypack transmitter, Ci1 instrument cable 
and EM500 G3 rack-mountable diversity receiver with 
GA3 rack mount kit. (516-558 MHz)

EW572G3-B 503456

SK500 G3 bodypack transmitter, Ci1 instrument cable 
and EM500 G3 rack-mountable diversity receiver with 
GA3 rack mount kit. (626-668 MHz)

EW572G3-G 503454

SK500 G3 bodypack transmitter, Ci1 instrument cable 
and EM500 G3 rack-mountable diversity receiver with 
GA3 rack mount kit. (566-608 MHz)

EM500G3-A 503658
True diversity, rack-mountable receiver with GA3 
rack mount kit and NT2-3-US power supply (516-558 

EM500G3-B 503662
True diversity, rack-mountable receiver with GA3 
rack mount kit and NT2-3-US power supply (626-668 

EM500G3-G 503660
True diversity, rack-mountable receiver with GA3 
rack mount kit and NT2-3-US power supply (566-608 

SK500G3-A 503139 Bodypack transmitter (516-558 MHz)
SK500G3-B 503674 Bodypack transmitter (626-668 MHz)
SK500G3-G 503673 Bodypack transmitter (566-608 MHz)

SKM500-935G3-A 503140
Handheld transmitter with e935 cardioid dynamic 
capsule, MZQ1 mic clip and zipper pouch. (516-558 

SKM500-935G3-B 503693
Handheld transmitter with e935 cardioid dynamic 
capsule, MZQ1 mic clip and zipper pouch. (626-668 

SKM500-935G3-G 503692
Handheld transmitter with e935 cardioid dynamic 
capsule, MZQ1 mic clip and zipper pouch. (566-608 

SKM500-945G3-A 503141
Handheld transmitter with e945 supercardioid 
dynamic capsule, MZQ1 mic clip and zipper pouch 

SKM500-945G3-B 503702
Handheld transmitter with e945 supercardioid 
dynamic capsule, MZQ1 mic clip and zipper pouch. 

SKM500-945G3-G 503701
Handheld transmitter with e945 supercardioid 
dynamic capsule, MZQ1 mic clip and zipper pouch. 

SKM500-965G3-A 503142

Handheld transmitter with e965 true condenser 
multi-pattern capsule, MZQ1 mic clip and zipper 
pouch. (516-558 MHz)

SKM500-965G3-B 503711

Handheld transmitter with e965 true condenser 
multi-pattern capsule, MZQ1 mic clip and zipper 
pouch. (626-668 MHz)

SKM500-965G3-G 503710

Handheld transmitter with e965 true condenser 
multi-pattern capsule, MZQ1 mic clip and zipper 
pouch. (566-608 MHz)

EK300IEMG3-A 503137
Diversity bodypack receiver with IE4 ear buds 
(516-558 MHz)

EK300IEMG3-B 503652
Diversity bodypack receiver with IE4 ear buds 
(626-668 MHz)

EK300IEMG3-G 503651
Diversity bodypack receiver with IE4 ear buds 
(566-608 MHz)

EW300-2IEMG3-A 504278

(2) EK300 IEM G3 bodypack receivers, (2) IE4 earbuds, 
(1) SR300 G3 rack-mountable stereo transmitter with 
GA3 rack kit. (518-558 MHz)

EW300-2IEMG3-B 504280

(2) EK300 IEM G3 bodypack receivers, (2) IE4 earbuds, 
(1) SR300 G3 rack-mountable stereo transmitter with 
GA3 rack kit. (626-668 MHz)

EW300-2IEMG3-G 504279

(2) EK300 IEM G3 bodypack receivers, (2) IE4 earbuds, 
(1) SR300 G3 rack-mountable stereo transmitter with 
GA3 rack kit. (566-608 MHz)

EW300IEMG3-A 503420

SR300IEM G3 rack-mountable stereo transmitter with 
GA3 rack kit and front antenna mount cable, 
EK300IEM G3 bodypack receiver and IE4 earbuds 
(516-558 MHz)

EW300IEMG3-B 503426

SR300IEM G3 rack-mountable stereo transmitter with 
GA3 rack-mount kit and front antenna mount cable, 
EK300IEM G3 bodypack receiver and IE4 earbuds 
(626-668 MHz)

EW300IEMG3-G 503423

SR300IEM G3 rack-mountable stereo transmitter with 
GA3 rack-mount kit and front antenna mount cable, 
EK300IEM G3 bodypack receiver and IE4 earbuds 
(566-608 MHz)IE4 500432 High performance ear buds for Monitor System 

IES4-L 525785
Spare Part: IE4 ear buds.  Replacement ear cushions, 
LARGE, pack of 10

IES4-M 525784
Spare Part: IE4 ear buds.  Replacement ear cushions, 
MEDIUM, pack of 10

IES4-S 525783
Spare Part: IE4 ear buds.  Replacement ear cushions, 
SMALL, pack of 10

SR300IEMG3-A 503638
Rackmount stereo IEM transmitter with GA3 rack 
mount kit and NT2-3-US power supply (516-558 MHz)

SR300IEMG3-B 503642
Rackmount stereo IEM transmitter with GA3 rack 
mount kit and NT2-3-US power supply (626-698 MHz)

SR300IEMG3-G 503640
Rackmount stereo IEM transmitter with GA3 rack 
mount kit and NT2-3-US power supply (558-626 MHz)

538277 538277 Spare Part: MMD 835-1 BK. Replacement basket top

MMD835-1BK 502575
e835 dynamic cardioid microphone module for G3 or 
2000 Series SKM transmitters Black

MMD845-1BK 502576
e845 dynamic super-cardioid microphone module for 
G3 or 2000 Series SKM transmitters Black

MMD935-1BK 502577
e935 dynamic cardioid microphone module for G3 or 
2000 Series SKM transmitters, black Black

MMD935-1BL 502578
e935 dynamic cardioid microphone module for G3 or 
2000 Series SKM transmitters, blue Blue

MMD945-1BK 502579
e945 dynamic super-cardioid microphone module for 
G3 or 2000 Series SKM transmitters, black Black

MMD945-1BL 502580
e945 dynamic super-cardioid microphone module for 
G3 or 2000 Series SKM transmitters, blue Blue

MME865-1BK 502581
e865 polarized, condenser, super-cardioid 
microphone module for G3 or 2000 Series SKM Black

MMK965-1BK 502582
e965 switchable condenser microphone module for 
G3 or 2000 Series SKM transmitter, black Black

MMK965-1BL 502583
e965 switchable condenser microphone module for 
G3 or 2000 Series SKM transmitter, blue Blue

MMK965-1NI 502584
e965 switchable condenser microphone module for 
G3 or 2000 Series SKM transmitter, nickel Nickel

522419 522419

Spare Part: evolution wireless G3 and XS Wireless (EM 
10, EM 100 G3, EM 300 G3, EM 500 G3, SR 300 IEM 
G3). Antenna Rod with BNC connector

AM2 009912
BNC connecting cables for front-mounting two 
antennas on GA2 or GA3

GA3030-AM 004368

BNC connecting cables for front-mounting two 
antennas, for use with 2000 and 3000 Series 
receivers, or with the GA3 when two ew G3 units are 
racked in a single space

GZG1029 003226

Stand mount/swivel ball joint with 3/8 inch thread 
(11.0 oz.). GZP10 required for wall/ceiling mounting 
(ordered separately).

GZP10 003193 Ceiling/wall mounting plate for GZG1029 (5.0 oz)
WM1 USWM1 Wall/ceiling mount with 5/8 in thread

A1031-U 004645
Wideband passive omnidirectional UHF antenna (each 
sold individually)

A2003-UHF 003658
Passive wideband directional remote UHF antenna 
(each sold individually)

A5000CP USA5000CP
Passive circularly-polarized UHF antenna (each sold 
individually)

AB3-A 502567
Antenna booster module with +10 dB gain and 42 MHz 
bandwidth. (516-558 MHz)

AB3-B 502568
Antenna booster module with +10 dB gain and 42 MHz 
bandwidth. (626-668 MHz)

AB3-G 502572
Antenna booster module with +10 dB gain and 42 MHz 
bandwidth. (566-608 MHz)

ASA1/NT USASA1/NT

Active antenna splitter with DC power distribution for 
G3 receivers, includes required NT1-1 US power 
supply and eight 20" BNC cables

ASP212 003421

One dual two-way BNC passive splitter box with DC 
pass through, used for sharing two antennas with up 
to 16 receivers (requires using two 8-channel splitter 
kits)BB1 USBB1 1 ft. coaxial cable (RG58) with BNC connectors

BB100 USBB100 100 ft coaxial cable (RG58) with BNC connectors
BB25 USBB25 25 ft. coaxial cable (RG58) with BNC connectors
BB3 USBB3 3 ft. coaxial cable (RG58) with BNC connectors
BB6 USBB6 6 ft. coaxial cable (RG58) with BNC connectors

G3DIRKIT4 USG3DIRKIT4

Active antenna splitter kit for four receiver system 
using directional remote paddle antennas, includes 
ASA1/NT, (2) A2003-UHF, GA3

G3DIRKIT8 USG3DIRKIT8

Active antenna splitter kit for eight receiver system 
using directional remote paddle antennas, includes 
(2) ASA1/NT, (2) A2003-UHF, GA3, (2) BB1

G3FRONTKIT4 USG3FRONTKIT4
Active antenna splitter kit for four receiver system 
using front-mount antennas, includes ASA1/NT, GA3, 

G3FRONTKIT8 USG3FRONTKIT8

Active antenna splitter kit for eight receiver system 
using front-mount antennas, includes (2) ASA1/NT, (2) 
GA3, AM2, (2) BB1

G3OMNIKIT4 USG3OMNIKIT4

Active antenna splitter kit for four receiver system 
using omni-directional remote paddle antennas, 
includes ASA1/NT, (2) A1031-U, GA3

G3OMNIKIT8 USG3OMNIKIT8

Active splitter kit for eight receiver system using 
omni-directional remote paddle antennas, includes 
(2) ASA1/NT, (2) A1031-U, GA3, (2) BB1

AC3/NT USAC3/NT

Active antenna combiner with DC power distribution 
for IEM transmitters, includes required NT3-1-US 
power supply and four 20" BNC cables

AC3000 009409

Active broadband 8:1 antenna combiner for up to (8) 
IEM transmitters into (1) antenna. 100 mW max input 
power, integrated power supply. BNC interconnect 
cables not included.

AC3200-II 505497

Active, high-power 8:1 antenna combiner. Max 250 
mW input power, 1 RU, with inline power supply. BNC 
interconnect cables not included.

BB25KIT USBB25KIT

(8) 3 ft. coaxial cables and (1) 25 ft. coaxial cable, 
RG58 with BNC connectors. Ideal for use with AC3000 
and AC3200

BB3KIT USBB3 KIT
(8) BB3 - 3 ft. coaxial cables (RG58) with BNC 
connectors, ideal for use with AC3000 and AC3200

G3IEMDIRKIT4 USG3IEMDIRKIT4
Active antenna combiner kit for four IEM transmitters 
with DC power distribution, includes AC3/NT, GA3, 

099112 US099112
Spare Part: EW compatible lavaliers and headmics. 
Male 1/8 in. evolution wireless connector

526039 526039

Spare Part: evolution wireless G3 bodypacks (SK 100 
G3, SK 300 G3, SK 500 G3, EK 300 IEM G3), 
Replacement battery cover

545269 545269

Spare Part: evolution wireless G3 handhelds (SKM 100 
G3, SKM 300 G3, SKM 500 G3). Identification rings, 
black (10 pcs)

ABWMK USABWMK
Wireless Mounting Kit, camera-mount plate to attach 
RX Box to Anton Bauer Gold battery

CA2 009986 Camera mounting adapter for EK100G3 or EK2000
CC3-EW 503168 Carrying case for evolution wireless G3 1/3/500 
CI1 005021 Instrument cable for bodypack transmitter

CI1-REW USCI1REW
Right angle guitar cable for bodypack transmitter for 
use with G1, G2 and G3 systems.

CL1 005022
Line output cable for EK100G3 with 1/8 in. miniplug 
to 3.5mm threaded ew connector

CL100 USCL100
XLR unbalanced line output cable for EK100G3, male 
XLR to 3.5mm threaded ew connector

CL2 004840
Line cable for ew bodypack transmitters, female XLR 
to 3.5mm threaded ew connector

CM1 USCM1
Microphone cable for ew bodypack transmitters, 
female XLR to 3.5mm threaded ew connector

EWMICBAG USEWMICBAG
Softsized, padded, evolution wireless bag, holds (1) 
EM, (1) SK and (1) SKM

GA3 503167

Rack-mount kit for evolution wireless G3, allowing 
(1) or (2) EM receivers, SR transmitters, ASA splitters 
or AC combiners to be mounted in a standard 19" rack

KEN2 549344
Spare Part: EW G3, 2000 series handhelds.  Colored 
end caps for G3 and 2000 Series SKM handhelds

ME2 005213
Omnidirectional electret condenser lavalier with clip 
and grille Black

ME3-EW 503155
Cardioid electret condenser headset with clip and 
windscreen Black

ME4 005020
Cardioid electret condenser lavalier with clip and 
windscreen Black

MZQ1 076670
Microphone clip for ew or 2000 Series SKM handheld 
transmitters

MZQ2-EW 083387 Microphone clip for ME2 lavalier microphone
MZQ4-EW 079253 Microphone clip for ME4 lavalier microphone
MZW2-EW 083386 Mesh grille for ME2 lavalier microphone
MZW4-EW 079252 Foam windscreen for ME4 lavalier microphone Black

POP1 005232 Protective pouch for SKP plug-on transmitters
RXBOX USRXBOX Camera Mount Wireless Receiver holder for 2K and G3

BA2015 009950

Accupack rechargeable battery unit for ew G2/G3 
and 2000 Series transmitters, requires L2015 charging 
station, 8-10 hours of operation

DC2 009827
DC power adapter for ew G2/G3 and 2000 Series 
bodypack receivers

L2015 009828

Charging station for two BA2015 rechargeable battery 
units, requires NT1-1 power supply for one station or 
NT3-1 power supply for up to three stations

LA2 503162
Charging adapter for G3 and 2000 Series SKM 
handhelds, for use with L2015 charging station.

NT1-1-US 503873
Power supply for ASA1 active splitter and L2015 
charging station

NT2-3-US 503870
Power supply for G3 EM rackmount receivers and 
transmitters

NT3-1US 503876
Power supply for AC3 active combiner or up to (3) 
L2015 charging stations

RG213-100 USRG213100
Low-loss RF antenna cable, 100 ft. with BNC 
connectors, MIL-Spec

RG213-25 USRG21325
Low-loss RF antenna cable, 25 ft. with BNC 
connectors, MIL-Spec

RG213-50 USRG21350
Low-loss RF antenna cable, 50 ft. with BNC 
connectors, MIL-Spec

RG9913F-100 USRG9913F100 Low-loss RF antenna cable, 100 ft. with BNC 

RG9913F-25 USRG9913F25
Low-loss flexible RF antenna cable, 25 ft. with BNC 
connectors

RG9913F-50 USRG9913F50
Low-loss flexible RF antenna cable, 50 ft. with BNC 
connectors

054378 054378

Spare Part: EW G1 series wireless. Telescoping 
wideband UHF antenna rod with BNC connector for 
rackmount transmitters and receivers, black (EACH)

072817 072817

Spare Part: EW G2 series wireless. Two section 
wideband antenna with BNC connector for EM100G2, 
EM300G2, EM500G2 and SR300G2, silver

CC2-EW 009826
Carrying case for evolution wireless G2 1/3/500 
Series, hard-shell polymer, foam lined

CL500 087047
XLR balanced line output cable for EK2000 or 
EK500G2, male XLR to  3.5mm threaded ew 

GA2 009823

Rack-mount kit for evolution wireless G2, allowing 
(1) or (2) EM receivers, SR transmitters, ASP splitters 
or AC combiners to be mounted in a standard 19" rack

KEN1 083322
Colored end caps for ew G2 SKM handheld 
transmitters, assortment of eight colors

MD 845 077983 e845 super-cardioid dynamic capsule head for G1 or 

AVX-835 SET-4-US 505863
Handheld Set: Includes handheld transmitter with 
e835 capsule and EKP plug-on receiver

AVX-COMBO SET-4-
US 506725

ENG Set: Includes handheld transmitter with MD 42 
capsule, bodypack transmitter, EKP plug-on receiver 
and ME 2 lavalier

AVX-ME2 SET-4-US 505861
Lavalier Set: Includes bodypack transmitter, EKP 
plug-on receiver and ME 2 lavalier

AVX-MKE2 SET-4-US 505862
Lavalier Set Pro: Includes bodypack transmitter, EKP 
plug-on receiver and MKE 2 lavalier

BA 10 505972
Rechargeable battery pack for D1 & AVX SKM 
handheld transmitter

BA 20 505973 Rechargeable battery pack for AVX EKP compact 

BA 30 505974
Rechargeable battery pack for D1 & AVX SK bodypack 
transmitter

EKP AVX-4-US 505864 Plug-on receiver
SK AVX-4 505865 Bodypack transmitter
SKM AVX-835S-4 505866 Handheld transmitter with e835 capsule

ew D1-835S 505823

EW D1 digital wireless vocal set, with handheld 
transmitter equipped with e835 cardioid dynamic 
capsule. 2.4 GHz, 10 mW / 100 mW (countryspecific)

ew D1-845S 505824

EW D1 digital wireless vocal handheld set, with e845 
supercardioid dynamic capsule. 2.4 GHz, 10 mW / 
100 mW (country-specific)

ew D1-CI1 505822
EW D1 digital wireless instrument set, with CI1 
instrument cable. 2.4 GHz, 10 mW / 100 mW 

ew D1-ME2 505820

EW D1 digital wireless presenter set, with ME2 
omnidirectional clip-on microphone. 2.4 GHz, 10 
mW / 100 mW (country-specific)

ew D1-ME3 505821
EW D1 digital wireless presenter set, with ME3-II 
headmic. 2.4 GHz, 10 mW / 100 mW (country-

CHG 2 US 506219 2-bay table top charger with US power supply
EM D1 505828 EW D1 rack receiver. 2.4 GHz
GA 4 505977 Rackmount set
ME 3 II 506295 Headworn mic, cardioid

SK D1 505829
EW D1 bodypack transmitter. 2.4 GHz, 10 mW / 100 
mW (country-specific)

SKM D1 505830
EW D1 handheld transmitter, no switch (capsule sold 
separately). 2.4 GHz, 10 mW / 100 mW (country-

SKM-S D1 506146
EW D1 handheld transmitter with switch (capsule sold 
separately). 2.4 GHz, 10 mW / 100 mW (country-

2000BP1-A US2000BP1-A

Single Channel Bodypack System: (1) SK 2000XP 
bodypack transmitter ; (1) EM 2000 single channel 
recevier. Frequency range Aw (516 / 558 MHz)

2000BP1-B US2000BP1-B

Single Channel Bodypack System: (1) SK 2000XP 
bodypack transmitter ; (1) EM 2000 single channel 
recevier. Frequency range Bw (626 / 698 MHz)

2000BP1-G US2000BP1-G

Single Channel Bodypack System: (1) SK 2000XP 
bodypack transmitter ; (1) EM 2000 single channel 
recevier. Frequency range Gw (558 / 626 MHz)

2000BP1-INST-A US2000BP1-INST-A

Single Channel Instrument System: (1) SK 2000XP 
bodypack transmitter with (1) CI1-4 instrument 
cable; (1) EM 2000 single channel recevier. Frequency 
range Aw (516 / 558 MHz)

2000BP1-INST-B US2000BP1-INST-B

Single Channel Instrument System: (1) SK 2000XP 
bodypack transmitter with (1) CI1-4 instrument 
cable; (1) EM 2000 single channel recevier. Frequency 
range Bw (626 / 698 MHz)

2000BP1-INST-G US2000BP1-INST-G

Single Channel Instrument System: (1) SK 2000XP 
bodypack transmitter with (1) CI1-4 instrument 
cable; (1) EM 2000 single channel recevier. Frequency 
range Gw (558 / 626 MHz)

2000BP2-A US2000BP2-A

Dual Channel Bodypack System: (2) SK 2000XP 
bodypack transmitters; (1) EM 2050 dual channel 
recevier.  Frequency range Aw (516 / 558 MHz)

2000BP2-B US2000BP2-B

Dual Channel Bodypack System: (2) SK 2000XP 
bodypack transmitters; (1) EM 2050 dual channel 
recevier.  Frequency range Bw (626 / 698 MHz)

2000BP2-G US2000BP2-G

Dual Channel Bodypack System: (2) SK 2000XP 
bodypack transmitters; (1) EM 2050 dual channel 
recevier.  Frequency range Gw (558 / 626 MHz)

2000BP2-INST-A US2000BP2-INST-A

Dual Channel Instrument System: (2) SK 2000XP 
bodypack transmitters with (2) CI1-4 instrument 
cables; (1) EM 2050 dual channel recevier.  Frequency 
range Aw (516 / 558 MHz)

2000BP2-INST-B US2000BP2-INST-B

Dual Channel Instrument System: (2) SK 2000XP 
bodypack transmitters with (2) CI1-4 instrument 
cables; (1) EM 2050 dual channel recevier.  Frequency 
range Bw (626 / 698 MHz)

2000BP2-INST-G US2000BP2-INST-G

Dual Channel Instrument System: (2) SK 2000XP 
bodypack transmitters with (2) CI1-4 instrument 
cables; (1) EM 2050 dual channel recevier.  Frequency 
range Gw (558 / 626 MHz)

2000C1-835BK-A US2000C1-835BK-A

Single Channel Contractor System: (1) SK 2000XP 
bodypack, (1) SKM 2000XP handheld with MMD 835-1 
capsule, black; (1) EM 2000 single channel recevier.  
Frequency range Aw (516 / 558 MHz) Black

2000C1-835BK-B US2000C1-835BK-B

Single Channel Contractor System: (1) SK 2000XP 
bodypack, (1) SKM 2000XP handheld with MMD 835-1 
capsule, black; (1) EM 2000 single channel recevier.  
Frequency range Bw (626 / 698 MHz) Black

2000C1-835BK-G US2000C1-835BK-G

Single Channel Contractor System: (1) SK 2000XP 
bodypack, (1) SKM 2000XP handheld with MMD 835-1 
capsule, black; (1) EM 2000 single channel recevier.  
Frequency range Gw (558 / 626 MHz) Black

2000C1-865BK-A US2000C1-865BK-A

Single Channel Contractor System: (1) SK 2000XP 
bodypack, (1) SKM 2000XP handheld with MME 865-1 
capsule, black; (1) EM 2000 single channel recevier. 
Frequency range Aw (516 / 558 MHz) Black

2000C1-865BK-B US2000C1-865BK-B

Single Channel Contractor System: (1) SK 2000XP 
bodypack, (1) SKM 2000XP handheld with MME 865-1 
capsule, black; (1) EM 2000 single channel recevier. 
Frequency range Bw (626 / 698 MHz) Black

2000C1-865BK-G US2000C1-865BK-G

Single Channel Contractor System: (1) SK 2000XP 
bodypack, (1) SKM 2000XP handheld with MME 865-1 
capsule, black; (1) EM 2000 single channel recevier. 
Frequency range Gw (558 / 626 MHz) Black

2000C1-935BK-A US2000C1-935BK-A

Single Channel Contractor System: (1) SK 2000XP 
bodypack, (1) SKM 2000XP handheld with MMD 935-1 
capsule, black; (1) EM 2000 single channel recevier.  
Frequency range Aw (516 / 558 MHz) Black

2000C1-935BK-B US2000C1-935BK-B

Single Channel Contractor System: (1) SK 2000XP 
bodypack, (1) SKM 2000XP handheld with MMD 935-1 
capsule, black; (1) EM 2000 single channel recevier.  
Frequency range Bw (626 / 698 MHz) Black

2000C1-935BK-G US2000C1-935BK-G

Single Channel Contractor System: (1) SK 2000XP 
bodypack, (1) SKM 2000XP handheld with MMD 935-1 
capsule, black; (1) EM 2000 single channel recevier.  
Frequency range Gw (558 / 626 MHz) Black

2000C1-945BK-A US2000C1-945BK-A

Single Channel Contractor System: (1) SK 2000XP 
bodypack, (1) SKM 2000XP handheld with MMD 945-1 
capsule, black; (1) EM 2000 single channel recevier.  
Frequency range Aw (516 / 558 MHz) Black

2000C1-945BK-B US2000C1-945BK-B

Single Channel Contractor System: (1) SK 2000XP 
bodypack, (1) SKM 2000XP handheld with MMD 945-1 
capsule, black; (1) EM 2000 single channel recevier.  
Frequency range Bw (626 / 698 MHz) Black

2000C1-945BK-G US2000C1-945BK-G

Single Channel Contractor System: (1) SK 2000XP 
bodypack, (1) SKM 2000XP handheld with MMD 945-1 
capsule, black; (1) EM 2000 single channel recevier.  
Frequency range Gw (558 / 626 MHz) Black

2000C1-965BK-A US2000C1-965BK-A

Single Channel Contractor System: (1) SK 2000XP 
bodypack, (1) SKM 2000XP handheld with MMK 965-1 
capsule, black; (1) EM 2000 single channel recevier.  
Frequency range Aw (516 / 558 MHz) Black

2000C1-965BK-B US2000C1-965BK-B

Single Channel Contractor System: (1) SK 2000XP 
bodypack, (1) SKM 2000XP handheld with MMK 965-1 
capsule, black; (1) EM 2000 single channel recevier.  
Frequency range Bw (626 / 698 MHz) Black

2000C1-965BK-G US2000C1-965BK-G

Single Channel Contractor System: (1) SK 2000XP 
bodypack, (1) SKM 2000XP handheld with MMK 965-1 
capsule, black; (1) EM 2000 single channel recevier.  
Frequency range Gw (558 / 626 MHz) 0

2000C1-965NI-A US2000C1-965NI-A

Single Channel Contractor System: (1) SK 2000XP 
bodypack, (1) SKM 2000XP handheld with MMK 965-1 
capsule, nickel; (1) EM 2000 single channel recevier.  
Frequency range Aw (516 / 558 MHz) Nickel

2000C1-965NI-B US2000C1-965NI-B

Single Channel Contractor System: (1) SK 2000XP 
bodypack, (1) SKM 2000XP handheld with MMK 965-1 
capsule, nickel; (1) EM 2000 single channel recevier.  
Frequency range Bw (626 / 698 MHz) Nickel

2000C1-965NI-G US2000C1-965NI-G

Single Channel Contractor System: (1) SK 2000XP 
bodypack, (1) SKM 2000XP handheld with MMK 965-1 
capsule, nickel; (1) EM 2000 single channel recevier.  
Frequency range Gw (558 / 626 MHz) Nickel

2000C2-835BK-A US2000C2-835BK-A

Dual Channel Contractor System: (2) SK 2000XP 
bodypacks, (2) SKM 2000XP handheld with MMD 835-1 
capsules, black; (1) EM 2050 dual channel recevier.  
Frequency range Aw (516 / 558 MHz) Black

2000C2-835BK-B US2000C2-835BK-B

Dual Channel Contractor System: (2) SK 2000XP 
bodypacks, (2) SKM 2000XP handheld with MMD 835-1 
capsules, black; (1) EM 2050 dual channel recevier.  
Frequency range Bw (626 / 698 MHz) Black

2000C2-835BK-G US2000C2-835BK-G

Dual Channel Contractor System: (2) SK 2000XP 
bodypacks, (2) SKM 2000XP handheld with MMD 835-1 
capsules, black; (1) EM 2050 dual channel recevier.  
Frequency range Gw (558 / 626 MHz) Black

2000C2-865BK-A US2000C2-865BK-A

Dual Channel Contractor System: (2) SK 2000XP 
bodypacks, (2) SKM 2000XP handhelds with MME 865-1 
capsules, black; (1) EM 2050 dual channel recevier.  
Frequency range Aw (516 / 558 MHz) Black

2000C2-865BK-B US2000C2-865BK-B

Dual Channel Contractor System: (2) SK 2000XP 
bodypacks, (2) SKM 2000XP handhelds with MME 865-1 
capsules, black; (1) EM 2050 dual channel recevier.  
Frequency range Bw (626 / 698 MHz) Black

2000C2-865BK-G US2000C2-865BK-G

Dual Channel Contractor System: (2) SK 2000XP 
bodypacks, (2) SKM 2000XP handhelds with MME 865-1 
capsules, black; (1) EM 2050 dual channel recevier.  
Frequency range Gw (558 / 626 MHz) Black

2000C2-935BK-A US2000C2-935BK-A

Dual Channel Contractor System: (2) SK 2000XP 
bodypacks, (2) SKM 2000XP handhelds with MMD 
935-1 capsules, black; (1) EM 2050 dual channel 
recevier.  Frequency range Aw (516 / 558 MHz) Black

2000C2-935BK-B US2000C2-935BK-B

Dual Channel Contractor System: (2) SK 2000XP 
bodypacks, (2) SKM 2000XP handhelds with MMD 
935-1 capsules, black; (1) EM 2050 dual channel 
recevier.  Frequency range Bw (626 / 698 MHz) Black

2000C2-935BK-G US2000C2-935BK-G

Dual Channel Contractor System: (2) SK 2000XP 
bodypacks, (2) SKM 2000XP handhelds with MMD 
935-1 capsules, black; (1) EM 2050 dual channel 
recevier.  Frequency range Gw (558 / 626 MHz) Black

2000C2-945BK-A US2000C2-945BK-A

Dual Channel Contractor System: (2) SK 2000XP 
bodypacks, (2) SKM 2000XP handhelds with MMD 
945-1 capsules, black; (1) EM 2050 dual channel 
recevier  Frequency range Aw (516 / 558 MHz) Black

2000C2-945BK-B US2000C2-945BK-B

Dual Channel Contractor System: (2) SK 2000XP 
bodypacks, (2) SKM 2000XP handhelds with MMD 
945-1 capsules, black; (1) EM 2050 dual channel 
recevier  Frequency range Bw (626 / 698 MHz) Black

2000C2-945BK-G US2000C2-945BK-G

Dual Channel Contractor System: (2) SK 2000XP 
bodypacks, (2) SKM 2000XP handhelds with MMD 
945-1 capsules, black; (1) EM 2050 dual channel 
recevier  Frequency range Gw (558 / 626 MHz) Black

2000C2-965BK-A US2000C2-965BK-A

Dual Channel Contractor System: (2) SK 2000XP 
bodypacks, (2) SKM 2000XP handhelds with MMK 
965-1 capsules, black; (1) EM 2050 dual channel 
recevier  Frequency range Aw (516 / 558 MHz) Black

2000C2-965BK-B US2000C2-965BK-B

Dual Channel Contractor System: (2) SK 2000XP 
bodypacks, (2) SKM 2000XP handhelds with MMK 
965-1 capsules, black; (1) EM 2050 dual channel 
recevier  Frequency range Bw (626 / 698 MHz) Black

2000C2-965BK-G US2000C2-965BK-G

Dual Channel Contractor System: (2) SK 2000XP 
bodypacks, (2) SKM 2000XP handhelds with MMK 
965-1 capsules, black; (1) EM 2050 dual channel 
recevier  Frequency range Gw (558 / 626 MHz) Black

2000C2-965NI-A US2000C2-965NI-A

Dual Channel Contractor System: (2) SK 2000XP 
bodypacks, (2) SKM 2000XP handhelds with MMK 
965-1 capsules, nickel; (1) EM 2050 dual channel 
recevier  Frequency range Aw (516 / 558 MHz) Nickel

2000C2-965NI-B US2000C2-965NI-B

Dual Channel Contractor System: (2) SK 2000XP 
bodypacks, (2) SKM 2000XP handhelds with MMK 
965-1 capsules, nickel; (1) EM 2050 dual channel 
recevier  Frequency range Bw (626 / 698 MHz) Nickel

2000C2-965NI-G US2000C2-965NI-G

Dual Channel Contractor System: (2) SK 2000XP 
bodypacks, (2) SKM 2000XP handhelds with MMK 
965-1 capsules, nickel; (1) EM 2050 dual channel 
recevier  Frequency range Gw (558 / 626 MHz) Nickel

2000ENG-SK-A US2000ENG-SK-A

Single Channel ENG System: (1) SK 2000XP bodypack 
transmitter; (1) EK 2000 portable recevier.  
Frequency range Aw (516 / 558 MHz)

2000ENG-SK-B US2000ENG-SK-B

Single Channel ENG System: (1) SK 2000XP bodypack 
transmitter; (1) EK 2000 portable recevier.  
Frequency range Bw (626 / 698 MHz)

2000ENG-SK-G US2000ENG-SK-G

Single Channel ENG System: (1) SK 2000XP bodypack 
transmitter; (1) EK 2000 portable recevier.  
Frequency range Gw (558 / 626 MHz)

2000ENG-SKP-A US2000ENG-SKP-A

Single Channel ENG System: (1) SKP 2000XP bodypack 
transmitter; (1) EK 2000 portable recevier.  
Frequency range Aw (516 / 558 MHz)

2000ENG-SKP-B US2000ENG-SKP-B

Single Channel ENG System: (1) SKP 2000XP bodypack 
transmitter; (1) EK 2000 portable recevier.  
Frequency range Bw (626 / 698 MHz)

2000ENG-SKP-G US2000ENG-SKP-G

Single Channel ENG System: (1) SKP 2000XP bodypack 
transmitter; (1) EK 2000 portable recevier.  
Frequency range Gw (558 / 626 MHz)

2000ENGCOMBO-A US2000ENGCOMBO-A

Single Channel ENG Contractor Combo: (1) SK 2000XP 
bodypack transmitter, (1) SKP 2000XP plug-on 
transmitter; (1) EK 2000 portable recevier.  
Frequency range Aw (516 / 558 MHz)

2000ENGCOMBO-B US2000ENGCOMBO-B

Single Channel ENG Contractor Combo: (1) SK 2000XP 
bodypack transmitter, (1) SKP 2000XP plug-on 
transmitter; (1) EK 2000 portable recevier.  
Frequency range Bw (626 / 698 MHz)

2000ENGCOMBO-G US2000ENGCOMBO-G

Single Channel ENG Contractor Combo: (1) SK 2000XP 
bodypack transmitter, (1) SKP 2000XP plug-on 
transmitter; (1) EK 2000 portable recevier.  
Frequency range Gw (558 / 626 MHz)

2000H1-204BK-A US2000H1-204BK-A

Single Channel Handheld System: (1) SKM 2000XP 
handheld transmitter with Neumann KK 204 Cardioid 
capsule, black; (1) EM 2000 single channel recevier. 
Frequency range Aw (516 / 558 MHz) Black

2000H1-204BK-B US2000H1-204BK-B

Single Channel Handheld System: (1) SKM 2000XP 
handheld transmitter with Neumann KK 204 Cardioid 
capsule, black; (1) EM 2000 single channel recevier.  
Frequency range Bw (626 / 698 MHz) Black

2000H1-204BK-G US2000H1-204BK-G

Single Channel Handheld System: (1) SKM 2000XP 
handheld transmitter with Neumann KK 204 Cardioid 
capsule, black; (1) EM 2000 single channel recevier. 
Frequency range Gw (558 / 626 MHz) Black

2000H1-204NI-A US2000H1-204NI-A

Single Channel Handheld System: (1) SKM 2000XP 
handheld transmitter with Neumann KK 204 Cardioid 
capsule, nickel; (1) EM 2000 single channel recevier. 
Frequency range Aw (516 / 558 MHz) Nickel

2000H1-204NI-B US2000H1-204NI-B

Single Channel Handheld System: (1) SKM 2000XP 
handheld transmitter with Neumann KK 204 Cardioid 
capsule, nickel; (1) EM 2000 single channel recevier. 
Frequency range Bw (626 / 698 MHz) Nickel

2000H1-204NI-G US2000H1-204NI-G

Single Channel Handheld System: (1) SKM 2000XP 
handheld transmitter with KK 204 Cardioid capsule, 
nickel; (1) EM 2000 single channel recevier. 
Frequency range Gw (558 / 626 MHz) Nickel

2000H1-205BK-A US2000H1-205BK-A

Single Channel Handheld System: (1) SKM 2000XP 
handheld transmitter with Neumann KK 205 
Supercardioid capsule, black; (1) EM 2000 single 
channel recevier. Frequency range Aw (516 / 558 
MHz)

Black

2000H1-205BK-B US2000H1-205BK-B

Single Channel Handheld System: (1) SKM 2000XP 
handheld transmitter with Neumann KK 205 
Supercardioid capsule, black; (1) EM 2000 single 
channel recevier.  Frequency range Bw (626 / 698 
MHz)

Black

2000H1-205BK-G US2000H1-205BK-G

Single Channel Handheld System: (1) SKM 2000XP 
handheld transmitter with Neumann KK 205 
Supercardioid capsule, black; (1) EM 2000 single 
channel recevier. Frequency range Gw (558 / 626 
MHz)

Black

2000H1-205NI-A US2000H1-205NI-A

Single Channel Handheld System: (1) SKM 2000XP 
handheld transmitter with Neumann KK 205 
Supercardioid capsule, nickel; (1) EM 2000 single 
channel recevier. Frequency range Aw (516 / 558 
MHz)

Nickel

2000H1-205NI-B US2000H1-205NI-B

Single Channel Handheld System: (1) SKM 2000XP 
handheld transmitter with Neumann KK 205 
Supercardioid capsule, nickel; (1) EM 2000 single 
channel recevier.  Frequency range Bw (626 / 698 
MHz)

Nickel

2000H1-205NI-G US2000H1-205NI-G

Single Channel Handheld System: (1) SKM 2000XP 
handheld transmitter with Neumann KK 205 
Supercardioid capsule, nickel; (1) EM 2000 single 
channel recevier. Frequency range Gw (558 / 626 
MHz)

Nickel

2000H1-835BK-A US2000H1-835BK-A

Single Channel Handheld System: (1) SKM 2000XP 
handheld transmitter with MMD 835-1 dynamic 
capsule, black; (1) EM 2000 single channel recevier.   
Frequency range Aw (516 / 558 MHz) Black

2000H1-835BK-B US2000H1-835BK-B

Single Channel Handheld System: (1) SKM 2000XP 
handheld transmitter with MMD 835-1 dynamic 
capsule, black; (1) EM 2000 single channel recevier.   
Frequency range Bw (626 / 698 MHz) Black

2000H1-835BK-G US2000H1-835BK-G

Single Channel Handheld System: (1) SKM 2000XP 
handheld transmitter with MMD 835-1 dynamic 
capsule, black; (1) EM 2000 single channel recevier.   
Frequency range Gw (558 / 626 MHz) Black

2000H1-865BK-A US2000H1-865BK-A

Single Channel Handheld System: (1) SKM 2000XP 
handheld transmitter with MME 865-1 polarized 
condenser black; (1) EM 2000 single channel recevier.   
Frequency range Aw (516 / 558 MHz) Black

2000H1-865BK-B US2000H1-865BK-B

Single Channel Handheld System: (1) SKM 2000XP 
handheld transmitter with MME 865-1 polarized 
condenser black; (1) EM 2000 single channel recevier.   
Frequency range Bw (626 / 698 MHz) Black

2000H1-865BK-G US2000H1-865BK-G

Single Channel Handheld System: (1) SKM 2000XP 
handheld transmitter with MME 865-1 polarized 
condenser black; (1) EM 2000 single channel recevier.    
Frequency range Gw (558 / 626 MHz) Black

2000H1-935BK-A US2000H1-935BK-A

Single Channel Handheld System: (1) SKM 2000XP 
handheld transmitter with MMD 935-1 dynamic 
capsule, black; (1) EM 2000 single channel recevier.   
Frequency range Aw (516 / 558 MHz) Black

2000H1-935BK-B US2000H1-935BK-B

Single Channel Handheld System: (1) SKM 2000XP 
handheld transmitter with MMD 935-1 dynamic 
capsule, black; (1) EM 2000 single channel recevier.  
Frequency range Bw (626 / 698 MHz) Black

2000H1-935BK-G US2000H1-935BK-G

Single Channel Handheld System: (1) SKM 2000XP 
handheld transmitter with MMD 935-1 dynamic 
capsule, black; (1) EM 2000 single channel recevier. 
Frequency range Gw (558 / 626 MHz) Black

2000H1-945BK-A US2000H1-945BK-A

Single Channel Handheld System: (1) SKM 2000XP 
handheld transmitter with MMD 945-1 dynamic 
capsule, black; (1) EM 2000 single channel recevier.  
Frequency range Aw (516 / 558 MHz) Black

2000H1-945BK-B US2000H1-945BK-B

Single Channel Handheld System: (1) SKM 2000XP 
handheld transmitter with MMD 945-1 dynamic 
capsule, black; (1) EM 2000 single channel recevier.  
Frequency range Bw (626 / 698 MHz) Black

2000H1-945BK-G US2000H1-945BK-G

Single Channel Handheld System: (1) SKM 2000XP 
handheld transmitter with MMD 945-1 dynamic 
capsule, black; (1) EM 2000 single channel recevier. 
Frequency range Gw (558 / 626 MHz) Black

2000H1-965BK-A US2000H1-965BK-A

Single Channel Handheld System: (1) SKM 2000XP 
handheld transmitter with MMK 965-1 true condenser 
capsule, black; (1) EM 2000 single channel recevier.  
Frequency range Aw (516 / 558 MHz) Black

2000H1-965BK-B US2000H1-965BK-B

Single Channel Handheld System: (1) SKM 2000XP 
handheld transmitter with MMK 965-1 true condenser 
capsule, black; (1) EM 2000 single channel recevier.  
Frequency range Bw (626 / 698 MHz) Black

2000H1-965BK-G US2000H1-965BK-G

Single Channel Handheld System: (1) SKM 2000XP 
handheld transmitter with MMK 965-1 true condenser 
capsule, black; (1) EM 2000 single channel recevier.  
Frequency range Gw (558 / 626 MHz) Black

2000H1-965NI-A US2000H1-965NI-A

Single Channel Handheld System: (1) SKM 2000XP 
handheld transmitter with MMK 965-1 true condenser 
capsule, nickel; (1) EM 2000 single channel recevier.   
Frequency range Aw (516 / 558 MHz) Nickel

2000H1-965NI-B US2000H1-965NI-B

Single Channel Handheld System: (1) SKM 2000XP 
handheld transmitter with MMK 965-1 true condenser 
capsule, nickel; (1) EM 2000 single channel recevier. 
Frequency range Bw (626 / 698 MHz) Nickel

2000H1-965NI-G US2000H1-965NI-G

Single Channel Handheld System: (1) SKM 2000XP 
handheld transmitter with MMK 965-1 true condenser 
capsule, nickel; (1) EM 2000 single channel recevier. 
Frequency range Gw (558 / 626 MHz) Nickel

2000H2-204BK-A US2000H2-204BK-A

Dual Channel Handheld System: (2) SKM 2000XP 
handheld transmitters with KK 204 Cardioid capsules, 
black; (1) EM 2050 dual channel recevier. Frequency 
range Aw (516 / 558 MHz) Black

2000H2-204BK-B US2000H2-204BK-B

Dual Channel Handheld System: (2) SKM 2000XP 
handheld transmitters with KK 204 Cardioid capsules, 
black; (1) EM 2050 dual channel recevier.  Frequency 
range Bw (626 / 698 MHz) Black

2000H2-204BK-G US2000H2-204BK-G

Dual Channel Handheld System: (2) SKM 2000XP 
handheld transmitters with KK 204 Cardioid capsules, 
black; (1) EM 2050 dual channel recevier. Frequency 
range Gw (558 / 626 MHz) Black

2000H2-204NI-A US2000H2-204NI-A

Dual Channel Handheld System: (2) SKM 2000XP 
handheld transmitters with KK 204 Cardioid capsules, 
nickel; (1) EM 2050 dual channel recevier. Frequency 
range Aw (516 / 558 MHz) Nickel

2000H2-204NI-B US2000H2-204NI-B

Dual Channel Handheld System: (2) SKM 2000XP 
handheld transmitters with KK 204 Cardioid capsules, 
nickel; (1) EM 2050 dual channel recevier.  Frequency 
range Bw (626 / 698 MHz) Nickel

2000H2-204NI-G US2000H2-204NI-G

Dual Channel Handheld System: (2) SKM 2000XP 
handheld transmitters with KK 204 Cardioid capsules, 
nickel; (1) EM 2050 dual channel recevier. Frequency 
range Gw (558 / 626 MHz) Nickel

2000H2-205BK-A US2000H2-205BK-A

Dual Channel Handheld System: (2) SKM 2000XP 
handheld transmitters with KK 205 Supercardioid 
capsules, black; (1) EM 2050 dual channel recevier. 
Frequency range Aw (516 / 558 MHz) Black

2000H2-205BK-B US2000H2-205BK-B

Dual Channel Handheld System: (2) SKM 2000XP 
handheld transmitters with KK 205 Supercardioid 
capsules, black; (1) EM 2050 dual channel recevier.  
Frequency range Bw (626 / 698 MHz) Black

2000H2-205BK-G US2000H2-205BK-G

Dual Channel Handheld System: (2) SKM 2000XP 
handheld transmitters with KK 205 Supercardioid 
capsules, black; (1) EM 2050 dual channel recevier. 
Frequency range Gw (558 / 626 MHz) Black

2000H2-205NI-A US2000H2-205NI-A

Dual Channel Handheld System: (2) SKM 2000XP 
handheld transmitters with KK 205 Supercardioid 
capsules, nickel; (1) EM 2050 dual channel recevier. 
Frequency range Aw (516 / 558 MHz) Nickel

2000H2-205NI-B US2000H2-205NI-B

Dual Channel Handheld System: (2) SKM 2000XP 
handheld transmitters with KK 205 Supercardioid 
capsules, nickel; (1) EM 2050 dual channel recevier.  
Frequency range Bw (626 / 698 MHz) Nickel

2000H2-205NI-G US2000H2-205NI-G

Dual Channel Handheld System: (2) SKM 2000XP 
handheld transmitters with KK 205 Supercardioid 
capsules, nickel; (1) EM 2050 dual channel recevier. 
Frequency range Gw (558 / 626 MHz) Nickel

2000H2-835BK-A US2000H2-835BK-A

Dual Channel Handheld System: (2) SKM 2000XP 
handheld transmitters with MMD 835-1 dynamic 
capsules, black; (1) EM 2050 dual channel recevier.  
Frequency range Aw (516 / 558 MHz) Black

2000H2-835BK-B US2000H2-835BK-B

Dual Channel Handheld System: (2) SKM 2000XP 
handheld transmitters with MMD 835-1 dynamic 
capsules, black; (1) EM 2050 dual channel recevier.  
Frequency range Bw (626 / 698 MHz) Black

2000H2-835BK-G US2000H2-835BK-G

Dual Channel Handheld System: (2) SKM 2000XP 
handheld transmitters with MMD 835-1 dynamic 
capsules, black; (1) EM 2050 dual channel recevier.  
Frequency range Gw (558 / 626 MHz) Black

2000H2-865BK-A US2000H2-865BK-A

Dual Channel Handheld System: (2) SKM 2000XP 
handheld transmitters with MME 865-1 polarized 
condenser capsules, black; (1) EM 2050 dual channel 
recevier.  Frequency range Aw (516 / 558 MHz) Black

2000H2-865BK-B US2000H2-865BK-B

Dual Channel Handheld System: (2) SKM 2000XP 
handheld transmitters with MME 865-1 polarized 
condenser capsules, black; (1) EM 2050 dual channel 
recevier.  Frequency range Bw (626 / 698 MHz) Black

2000H2-865BK-G US2000H2-865BK-G

Dual Channel Handheld System: (2) SKM 2000XP 
handheld transmitters with MME 865-1 polarized 
condenser capsules, black; (1) EM 2050 dual channel 
recevier.  Frequency range Gw (558 / 626 MHz) Black

2000H2-935BK-A US2000H2-935BK-A

Dual Channel Handheld System: (2) SKM 2000XP 
handheld transmitters with MMD 935-1 dynamic 
capsules, black; (1) EM 2050 dual channel recevier.  
Frequency range Aw (516 / 558 MHz) Black

2000H2-935BK-B US2000H2-935BK-B

Dual Channel Handheld System: (2) SKM 2000XP 
handheld transmitters with MMD 935-1 dynamic 
capsules, black; (1) EM 2050 dual channel recevier.  
Frequency range Bw (626 / 698 MHz) Black

2000H2-935BK-G US2000H2-935BK-G

Dual Channel Handheld System: (2) SKM 2000XP 
handheld transmitters with MMD 935-1 dynamic 
capsules, black; (1) EM 2050 dual channel recevier.  
Frequency range Gw (558 / 626 MHz) Black

2000H2-945BK-A US2000H2-945BK-A

Dual Channel Handheld System: (2) SKM 2000XP 
handheld transmitters with MMD 945-1 dynamic 
capsules, black; (1) EM 2050 dual channel recevier.  
Frequency range Aw (516 / 558 MHz) Black

2000H2-945BK-B US2000H2-945BK-B

Dual Channel Handheld System: (2) SKM 2000XP 
handheld transmitters with MMD 945-1 dynamic 
capsules, black; (1) EM 2050 dual channel recevier.  
Frequency range Bw (626 / 698 MHz) Black

2000H2-945BK-G US2000H2-945BK-G

Dual Channel Handheld System: (2) SKM 2000XP 
handheld transmitters with MMD 945-1 dynamic 
capsules, black; (1) EM 2050 dual channel recevier.  
Frequency range Gw (558 / 626 MHz) Black

2000H2-965BK-A US2000H2-965BK-A

Dual Channel Handheld System: (2) SKM 2000XP 
handheld transmitters with MMK 965-1 true 
condenser capsules, black; (1) EM 2050 dual channel 
recevier.  Frequency range Aw (516 / 558 MHz) Black

2000H2-965BK-B US2000H2-965BK-B

Dual Channel Handheld System: (2) SKM 2000XP 
handheld transmitters with MMK 965-1 true 
condenser capsules, black; (1) EM 2050 dual channel 
recevier.  Frequency range Bw (626 / 698 MHz) Black

2000H2-965BK-G US2000H2-965BK-G

Dual Channel Handheld System: (2) SKM 2000XP 
handheld transmitters with MMK 965-1 true 
condenser capsules, black; (1) EM 2050 dual channel 
recevier.  Frequency range Gw (558 / 626 MHz) Black

2000H2-965NI-A US2000H2-965NI-A

Dual Channel Handheld System: (2) SKM 2000XP 
handheld transmitters with MMK 965-1 true 
condenser capsules, nickel; (1) EM 2050 dual channel 
recevier.  Frequency range Aw (516 / 558 MHz) Nickel

2000H2-965NI-B US2000H2-965NI-B

Dual Channel Handheld System: (2) SKM 2000XP 
handheld transmitters with MMK 965-1 true 
condenser capsules, nickel; (1) EM 2050 dual channel 
recevier.  Frequency range Bw (626 / 698 MHz) Nickel

2000H2-965NI-G US2000H2-965NI-G

Dual Channel Handheld System: (2) SKM 2000XP 
handheld transmitters with MMK 965-1 true 
condenser capsules, nickel; (1) EM 2050 dual channel 
recevier.  Frequency range Gw (558 / 626 MHz) Nickel

2000IEM1-A US2000IEM1-A

Single Channel IEM System: (1) SR 2000XP IEM single 
channel stereo IEM transmitter; (1) EK 2000 IEM 
stereo IEM receiver with IE4 earbuds.  Frequency 
range Aw (516 / 558 MHz)

2000IEM1-B US2000IEM1-B

Single Channel IEM System: (1) SR 2000XP IEM single 
channel stereo IEM transmitter; (1) EK 2000 IEM 
stereo IEM receiver with IE4 earbuds.  Frequency 
range Bw (626 / 698 MHz)

2000IEM1-G US2000IEM1-G

Single Channel IEM System: (1) SR 2000XP IEM single 
channel stereo IEM transmitter; (1) EK 2000 IEM 
stereo IEM receiver with IE4 earbuds.  Frequency 
range Gw (558 / 626 MHz)

2000IEM2-A US2000IEM2-A

Dual Channel IEM System: (1) SR 2050XP IEM dual 
channel stereo IEM transmitter; (2) EK 2000 IEM 
stereo IEM receivers with IE4 earbuds  Frequency 
range Aw (516 / 558 MHz)

2000IEM2-B US2000IEM2-B

Dual Channel IEM System: (1) SR 2050XP IEM dual 
channel stereo IEM transmitter; (2) EK 2000 IEM 
stereo IEM receivers with IE4 earbuds  Frequency 
range Bw (626 / 698 MHz)

2000IEM2-G US2000IEM2-G

Dual Channel IEM System: (1) SR 2050XP IEM dual 
channel stereo IEM transmitter; (2) EK 2000 IEM 
stereo IEM receivers with IE4 earbuds  Frequency 
range Gw (558 / 626 MHz)

2000C1-204BK-A US2000C1-204BK-A

Single Channel Contractor System: (1) SK 2000XP 
bodypack, (1) SKM 2000XP handheld with Neumann 
KK 204 Cardioid capsule, black; (1) EM 2000 single 
channel recevier. Frequency range Aw (516 / 558 
MHz)

Black

2000C1-204BK-B US2000C1-204BK-B

Single Channel Contractor System: (1) SK 2000XP 
bodypack, (1) SKM 2000XP handheld with Neumann 
KK 204 Cardioid capsule, black; (1) EM 2000 single 
channel recevier.  Frequency range Bw (626 / 698 
MHz)

Black

2000C1-204BK-G US2000C1-204BK-G

Single Channel Contractor System: (1) SK 2000XP 
bodypack, (1) SKM 2000XP handheld with Neumann 
KK 204 Cardioid capsule, black; (1) EM 2000 single 
channel recevier. Frequency range Gw (558 / 626 
MHz)

Black

2000C1-204NI-A US2000C1-204NI-A

Single Channel Contractor System: (1) SK 2000XP 
bodypack, (1) SKM 2000XP handheld with Neumann 
KK 204 Cardioid capsule, nickel; (1) EM 2000 single 
channel recevier. Frequency range Aw (516 / 558 
MHz)

Nickel

2000C1-204NI-B US2000C1-204NI-B

Single Channel Contractor System: (1) SK 2000XP 
bodypack, (1) SKM 2000XP handheld with Neumann 
KK 204 Cardioid capsule, nickel; (1) EM 2000 single 
channel recevier.  Frequency range Bw (626 / 698 
MHz)

Nickel

2000C1-204NI-G US2000C1-204NI-G

Single Channel Contractor System: (1) SK 2000XP 
bodypack, (1) SKM 2000XP handheld with Neumann 
KK 204 Cardioid capsule, nickel; (1) EM 2000 single 
channel recevier. Frequency range Gw (558 / 626 
MHz)

Nickel

2000C1-205BK-A US2000C1-205BK-A

Single Channel Contractor System: (1) SK 2000XP 
bodypack, (1) SKM 2000XP handheld with Neumann 
KK 205 Supercardioid capsule, black; (1) EM 2000 
single channel recevier. Frequency range Aw (516 / 
558 MHz)

Black

2000C1-205BK-B US2000C1-205BK-B

Single Channel Contractor System: (1) SK 2000XP 
bodypack, (1) SKM 2000XP handheld with Neumann 
KK 205 Supercardioid capsule, black; (1) EM 2000 
single channel recevier.  Frequency range Bw (626 / 
698 MHz)

Black

2000C1-205BK-G US2000C1-205BK-G

Single Channel Contractor System: (1) SK 2000XP 
bodypack, (1) SKM 2000XP handheld with Neumann 
KK 205 Supercardioid capsule, black; (1) EM 2000 
single channel recevier. Frequency range Gw (558 / 
626 MHz)

Black

2000C1-205NI-A US2000C1-205NI-A

Single Channel Contractor System: (1) SK 2000XP 
bodypack, (1) SKM 2000XP handheld with Neumann 
KK 205 Supercardioid capsule, nickel; (1) EM 2000 
single channel recevier. Frequency range Aw (516 / 
558 MHz)

Nickel

2000C1-205NI-B US2000C1-205NI-B

Single Channel Contractor System: (1) SK 2000XP 
bodypack, (1) SKM 2000XP handheld with Neumann 
KK 205 Supercardioid capsule, nickel; (1) EM 2000 
single channel recevier.  Frequency range Bw (626 / 
698 MHz)

Nickel

2000C1-205NI-G US2000C1-205NI-G

Single Channel Contractor System: (1) SK 2000XP 
bodypack, (1) SKM 2000XP handheld with Neumann 
KK 205 Supercardioid capsule, nickel; (1) EM 2000 
single channel recevier. Frequency range Gw (558 / 
626 MHz)

Nickel

2000C2-204BK-A US2000C2-204BK-A

Dual Channel Contractor System: (2) SK 2000XP 
bodypacks, (2) SKM 2000XP handheld with Neumann 
KK 204 Cardioid capsules, black; (1) EM 2050 dual 
channel recevier. Frequency range Aw (516 / 558 
MHz)

Black

2000C2-204BK-B US2000C2-204BK-B

Dual Channel Contractor System: (2) SK 2000XP 
bodypacks, (2) SKM 2000XP handheld with Neumann 
KK 204 Cardioid capsules, black; (1) EM 2050 dual 
channel recevier.  Frequency range Bw (626 / 698 
MHz)

Black

2000C2-204BK-G US2000C2-204BK-G

Dual Channel Contractor System: (2) SK 2000XP 
bodypacks, (2) SKM 2000XP handheld with Neumann 
KK 204 Cardioid capsules, black; (1) EM 2050 dual 
channel recevier. Frequency range Gw (558 / 626 
MHz)

Black

2000C2-204NI-A US2000C2-204NI-A

Dual Channel Contractor System: (2) SK 2000XP 
bodypacks, (2) SKM 2000XP handheld with Neumann 
KK 204 Cardioid capsules, nickel; (1) EM 2050 dual 
channel recevier. Frequency range Aw (516 / 558 
MHz)

Nickel

2000C2-204NI-B US2000C2-204NI-B

Dual Channel Contractor System: (2) SK 2000XP 
bodypacks, (2) SKM 2000XP handheld with Neumann 
KK 204 Cardioid capsules, nickel; (1) EM 2050 dual 
channel recevier.  Frequency range Bw (626 / 698 
MHz)

Nickel

2000C2-204NI-G US2000C2-204NI-G

Dual Channel Contractor System: (2) SK 2000XP 
bodypacks, (2) SKM 2000XP handheld with Neumann 
KK 204 Cardioid capsules, nickel; (1) EM 2050 dual 
channel recevier. Frequency range Gw (558 / 626 
MHz)

Nickel

2000C2-205BK-A US2000C2-205BK-A

Dual Channel Contractor System: (2) SK 2000XP 
bodypacks, (2) SKM 2000XP handheld with Neumann 
KK 205 Supercardioid capsules, black; (1) EM 2050 
dual channel recevier. Frequency range Aw (516 / 558 
MHz)

Black

2000C2-205BK-B US2000C2-205BK-B

Dual Channel Contractor System: (2) SK 2000XP 
bodypacks, (2) SKM 2000XP handheld with Neumann 
KK 205 Supercardioid capsules, black; (1) EM 2050 
dual channel recevier.  Frequency range Bw (626 / 
698 MHz)

Black

2000C2-205BK-G US2000C2-205BK-G

Dual Channel Contractor System: (2) SK 2000XP 
bodypacks, (2) SKM 2000XP handheld with Neumann 
KK 205 Supercardioid capsules, black; (1) EM 2050 
dual channel recevier. Frequency range Gw (558 / 
626 MHz)

Black

2000C2-205NI-A US2000C2-205NI-A

Dual Channel Contractor System: (2) SK 2000XP 
bodypacks, (2) SKM 2000XP handheld with Neumann 
KK 205 Supercardioid capsules, nickel; (1) EM 2050 
dual channel recevier. Frequency range Aw (516 / 558 
MHz)

Nickel

2000C2-205NI-B US2000C2-205NI-B

Dual Channel Contractor System: (2) SK 2000XP 
bodypacks, (2) SKM 2000XP handheld with Neumann 
KK 205 Supercardioid capsules, nickel; (1) EM 2050 
dual channel recevier.  Frequency range Bw (626 / 
698 MHz)

Nickel

2000C2-205NI-G US2000C2-205NI-G

Dual Channel Contractor System: (2) SK 2000XP 
bodypacks, (2) SKM 2000XP handheld with Neumann 
KK 205 Supercardioid capsules, nickel; (1) EM 2050 
dual channel recevier. Frequency range Gw (558 / 
626 MHz)

Nickel

EK2000-Aw 503150
Portable single-channel diversity receiver.  Frequency 
range Aw (516 / 558 MHz)

EK2000-Bw 503817
Portable single-channel diversity receiver.   
Frequency range Bw (626 / 698 MHz)

EK2000-Gw 503815
Portable single-channel diversity receiver.   
Frequency range Gw (558 / 626 MHz)

EK2000IEM-Aw 503153
Single-channel, stereo IEM bodypack receiver with 
IE4 earbuds.   Frequency range Aw (516 / 558 MHz)

EK2000IEM-Bw 503864
Single-channel, stereo IEM bodypack receiver with 
IE4 earbuds.   Frequency range Bw (626 / 698 MHz)

EK2000IEM-Gw 503862
Single-channel, stereo IEM bodypack receiver with 
IE4 earbuds. Frequency range Gw (558 / 626 MHz)

EM2000-Aw 503143

Single-channel, true diversity rackmount receiver 
with integrated active antenna splitter.  Frequency 
range Aw (516 / 558 MHz)

EM2000-Bw 503726

Single-channel, true diversity rackmount receiver 
with integrated active antenna splitter.  Frequency 
range Bw (626 / 698 MHz)

EM2000-Gw 503722

Single-channel, true diversity rackmount receiver 
with integrated active antenna splitter.   Frequency 
range Gw (558 / 626 MHz)

EM2050-Aw 503144

Dual-channel, true diversity rackmount receiver with 
integrated active antenna splitter.  Frequency range 
Aw (516 / 558 MHz)

EM2050-Bw 503746

Dual-channel, true diversity rackmount receiver with 
integrated active antenna splitter.  Frequency range 
Bw (626 / 698 MHz)

EM2050-Gw 503742

Dual-channel, true diversity rackmount receiver with 
integrated active antenna splitter.   Frequency range 
Gw (558 / 626 MHz)

SK2000XP-Aw 504048
Single-channel bodypack transmitter with 3-pin 
special connector. Frequency range Aw (516 / 558 

SK2000XP-Bw 504050
Single-channel bodypack transmitter with 3-pin 
special connector. Frequency range Bw (626 / 698 

SK2000XP-Gw 504049
Single-channel bodypack transmitter with 3-pin 
special connector. Frequency range Gw (558 / 626 

SKM2000XPBK-Aw 503148
Black handheld transmitter (requires capsule, sold 
separately) Frequency range Aw (516 / 558 MHz)

SKM2000XPBK-Bw 503795
Black handheld transmitter (requires capsule, sold 
separately) Frequency range Bw (626 / 698 MHz)

SKM2000XPBK-Gw 503793
Black handheld transmitter (requires capsule, sold 
separately) Frequency range Gw (558 / 626 MHz)

SKM2000XPNI-Aw 503879
Nickel handheld transmitter (requires capsule, sold 
separately) Frequency range Aw (516 / 558 MHz)

SKM2000XPNI-Bw 503883
Nickel handheld transmitter (requires capsule, sold 
separately)  Frequency range Bw (626 / 698 MHz)

SKM2000XPNI-Gw 503881
Nickel handheld transmitter (requires capsule, sold 
separately) Frequency range Gw (558 / 626 MHz)

SKP2000XP-Aw 504051
Plug-on transmitter with 48v phantom power.  
Frequency range Aw (516 / 558 MHz)

SKP2000XP-Bw 504053
Plug-on transmitter with 48v phantom power.  
Frequency range Bw (626 / 698 MHz)

SKP2000XP-Gw 504052
Plug-on transmitter with 48v phantom power.  
Frequency range Gw (558 / 626 MHz)

SR2000XPIEM-Aw 504054
Single-channel, stereo IEM transmitter.   Frequency 
range Aw (516 / 558 MHz)

SR2000XPIEM-Bw 504056
Single-channel, stereo IEM transmitter.   Frequency 
range Bw (626 / 698 MHz)

SR2000XPIEM-Gw 504055
Single-channel, stereo IEM transmitter.  Frequency 
range Gw (558 / 626 MHz)

SR2050XPIEM-Aw 504057
Dual-channel, stereo IEM transmitter.   Frequency 
range Aw (516 / 558 MHz)

SR2050XPIEM-Bw 504059
Dual-channel, stereo IEM transmitter.  Frequency 
range Bw (626 / 698 MHz)

SR2050XPIEM-Gw 504058
Dual-channel, stereo IEM transmitter.  Frequency 
range Gw (558 / 626 MHz)

KK204BK 008652
Cardioid capsule for use exclusively with the 
Sennheiser 2000 Series; black, Includes padded nylon bk

KK204NI 008651
Cardioid capsule for use exclusively with the 
Sennheiser 2000 Series; nickel, Includes padded nylon ni

KK205BK 008654
Super-cardioid capsule for use exclusively with the 
Sennheiser 2000 Series; black, Includes padded nylon bk

KK205NI 008653
Super-cardioid capsule for use exclusively with the 
Sennheiser 2000 Series; nickel, Includes padded nylon ni

A3700 502195
Omnidirectional antenna with integrated AB3700 
booster for EM3731/3732 series and EM2000/2050 

AB3700 502196
Broadband antenna booster for EM3731/3732 series 
and EM2000/2050 receivers only.

AD3700 502197
Directional antenna with integrated AB3700 booster 
for EM3731/3732 and EM2000/2050 receivers only.

CI1-4 503163 Instrument cable, 1/4" to 3-pin special connector

522717 522717

Spare Part: 2000 / 3000  5000 series rackmount 
receivers and transmitters.  Wideband UHF ground 
plane antenna rod with swivel BNC connector. (EACH)

AC50-1 USAC50-1

Adapter cable: special 3-pin connector to female 
XLR. For use with 2000 / 3000 / 5000 Series 
components, 4.11 ft (1.5m)

AC50-2 USAC50-2

Adapter cable: special 3-pin connector to male XLR. 
For use with 2000 / 3000 / 5000 Series components,  
4.11 ft (1.5m)

AC50-3 USAC50-3
Adapter cable: special 3-pin connector to pigtails. 
For use with 2000 / 3000 / 5000 Series components,  

MKE1-4 502167

Ultra-miniature omni lavalier (black) with 3.3 mm 
capsule, reduced sensitivity 5 mV/Pa, ultra thin cable 
(1.1 mm) and 3-pin connector for 2000 / 3000 / 5000 
Series. No accessories Black

MKE1-4-1 502833

Ultra-miniature omni lavalier (white) with 3.3 mm 
capsule, reduced sensitivity (5 mV/Pa), ultra thin 
cable (1.1 mm) and 3-pin connector for 2000 / 3000 / 
5000 Series systems. No accessories White

MKE1-4-2 502834

Ultra-miniature omni lavalier (brown) with 3.3 mm 
capsule, reduced sensitivity 5 mV/Pa, ultra thin cable 
(1.1 mm) and 3-pin connector for 2000 / 3000 / 5000 
Series systems. No accessories Brown

MKE1-4-3 502168

Ultra-miniature omni lavalier (beige) with 3.3 mm 
capsule, reduced sensitivity 5 mV/Pa, ultra thin cable 
(1.1 mm) and 3-pin connector for 2000 / 3000 / 5000 
Series systems. No accessories Beige

MKE1-4-3KIT USMKE1-4-3-K

Complete MKE 1 lavalier kit featuring (beige) MKE 1 
with 3.3 mm capsule, reduced sensitivity (5 mV/Pa), 
ultra thin cable (1.1 mm) and 3-pin connector for 
2000 / 3000 / 5000 Series systems. Includes MZQ222 
clip and pouch.

Beige

MKE1-4-M 502881

Paintable ultra-miniature omni lavalier, 3.3 mm 
capsule, reduced sensitivity 5 mV/Pa, ultra-thin (1.1 
mm) cable with 3-pin connector for 2000 / 3000 / 
5000 Series. No accessories. Light Beige (Paintable)

MKE1-4KIT USMKE1-4-K

Complete MKE 1 lavalier kit featuring (black) MKE 1 
with 3.3 mm capsule, reduced sensitivity (5 mV/Pa), 
ultra thin cable (1.1 mm) and 3-pin connector for 
2000 / 3000 / 5000 Series systems. Includes MZQ222 
clip and pouch.

Black

MKE1-5 502046

Ultra-miniature omni-directional lavalier with 3.3 
mm capsule, reduced sensitivity 5 mV/Pa, ultra-thin 
cable (1.1 mm), pigtails. No accessories (black) Black

MKE1-5-1 502835

Ultra-miniature omni-directional lavalier, 3.3 mm 
capsule, reduced sensitivity 5 mV/Pa, ultra-thin 
cable (1.1 mm), pigtails, does not include 
accessories. (white)

White

MKE1-5-2 502836

Ultra-miniature omni-directional lavalier, 3.3 mm 
capsule, reduced sensitivity 5 mV/Pa, ultra-thin 
cable (1.1 mm), pigtails, does not include 
accessories. (brown)

Brown

MKE1-5-3 502169

Ultra-miniature omni-directional lavalier, 3.3 mm 
capsule, reduced sensitivity 5 mV/Pa, ultra-thin 
cable (1.1 mm), pigtails, does not include accessories 
(beige)

Beige

MKE1-5-3KIT USMKE1-5-3-K

Complete MKE 1 lavalier kit featuring (beige) MKE1 
with  3.3 mm capsule, reduced sensitivity 5 mV/Pa, 
ultra-thin cable (1.1 mm) with pigtails.  Includes 
windscreen, MZQ222 clip and pouch. Beige

MKE1-5-M 502880

Paintable ultra-miniature omni lavalier. 3.3 mm 
capsule, reduced sensitivity 5 mV/Pa, ultra thin (1.1 
mm) cable with pigtails.  No accessories. Light Beige (Paintable)

MKE1-5KIT USMKE1-5-K

Complete MKE 1 lavalier kit featuring (black) MKE1 
with 3.3 mm capsule, reduced sensitivity 5 mV/Pa, 
ultra-thin cable (1.1 mm), pigtails, includes clip 
MZQ222 and pouch, black Black

MKE1-EW 502876

Ultra-miniature omni lavalier with 3.3 mm capsule, 
reduced sensitivity (5 mV/Pa), ultra-thin cable (1.1 
mm) and 3.5mm locking connector and 3.5mm 
locking connector for evolution wireless . No 
accessories. (black)

Black

MKE1-EW-1 502877

Ultra-miniature omni lavalier with 3.3 mm capsule, 
reduced sensitivity (5 mV/Pa), ultra-thin cable (1.1 
mm) and 3.5mm locking connector for evolution 
wireless. No accessories (white) White

MKE1-EW-2 502878

Ultra-miniature omni lavalier with 3.3 mm capsule, 
reduced sensitivity (5 mV/Pa), ultra-thin cable (1.1 
mm) and 3.5mm locking connector for evolution 
wireless. No accessories (brown) Brown

MKE1-EW-3 502879

Ultra-miniature omni lavalier with 3.3 mm capsule, 
reduced sensitivity 5 mV/Pa, ultra-thin cable (1.1 
mm) and 3.5mm locaking connector for evolution 
wireless. No accessories (beige) Beige

MKE1-EW-3KIT USMKE1-EW-3-K

Complete MKE 1 lavalier kit featuring (beige) MKE1 
with  3.3 mm capsule, reduced sensitivity 5 mV/Pa, 
ultra-thin cable (1.1 mm), for evolution wireless 
series.  Kit includes windscreen, MZQ222 clip and 
pouch.

Beige

MKE1-EW-M 504637

Paintable Ultra-miniature omni lavalier. 3.3 mm 
capsule, reduced sensitivity 5 mV/Pa, ultra thin (1.1 
mm) cable with 3.5 mm locking connector for 
Evolution Wireless.  No accessories. Light Beige (Paintable)

MKE1-EWKIT USMKE1-EW-K

Complete MKE 1 lavalier kit featuring (black) MKE1 
with  3.3 mm capsule, reduced sensitivity 5 mV/Pa, 
ultra-thin cable (1.1 mm) with 3.5mm connector for 
evolution wireless.  Kit includes windscreen, MZQ222 
clip and pouch.

Black

MKE2-4-3GOLDKIT USMKE2-4-3K GOLD

Complete omni lavalier kit featuring (beige) MKE 2 
Gold (reduced sensitivity, 6.3 mV/Pa) with 3-pin 
connector for 2000  /3000 / 5000 Series. Kit includes 
MZQ222 clip and MZW2 windscreen, beige Beige

MKE2-4-CGOLD 004736

Omni lavalier (reduced sensitivity, 6.3 mV/Pa) with 3-
pin connector for 2000 / 3000 / 5000 Series bodypack 
transmitters. No accessories (black) Black

MKE2-4GOLDKIT USMKE2-4-K GOLD

Complete MKE 2 lavalier kit featuring (black) MKE 2 
Gold (reduced sensitivity, 6.3 mV/Pa) with 3-pin 
connector for 2000  /3000 / 5000 Series. Kit includes 
MZQ222 clip and MZW2 windscreen, black Black

MKE2-5-3CGOLD 004738
Omni-directional lavalier, reduced sensitivity, 
pigtails, no accessories. Beige. Beige

MKE2-5-3GOLDKIT USMKE2-5-3K GOLD

Complete MKE 2 lavalier kit featuring (beige) MKE2 
Gold with pigtails. Kit includes MZQ222 clip and 
MZW2 windscreen. Beige

MKE2-5-CGOLD 004735
Omni-directional lavalier, reduced sensitivity, 
pigtails, no accessories. Black. Black

MKE2-5GOLDKIT USMKE2-5-K GOLD

Complete MKE 2 lavalier kit featuring (black) MKE2 
Gold with pigtails. Kit includes MZQ222 clip and 
MZW2 windscreen. Black

MKE2-60/K6COMBO
USMKE2-60/K6 
COMBO

Complete MKE2 omni-directional lavalier system with 
K6. Includes K6C, MKE2-60 Gold, MZQ222-A, K6 and Black

MKE2-60GOLD 004733
Omni-directional reduced sensitivity lavalier for K6, 
black with integrated K6 collar Black

MKE2-EW-3GOLD 009832

Omni lavalier, reduced sensitivity, with 3.5mm 
evolution wireless connector. Includes MZQ222 clip 
and MZW2 windscreen. Beige. Beige

MKE2-EWGOLD 009831

Omni lavalier, reduced sensitivity, with evolution 
wireless connector. Includes MZQ222 clip and MZW2 
windscreen. Black. Black

MKE2-P-C 004224

MKE2 Gold omni lavalier with integrated phantom-
power adapter (XLR) for hard-wired applications. 
(does not include accessories) Black

MKE2-PKIT USMKE2-P-K

Complete MKE2 omni lavalier kit featuring MKE2 Gold 
with integrated phantom-power adapter (XLR) for 
hard-wired applications. Kit includes accessories. Black

MKE102S-60 USMKE102S-60

MKE102 omni lavalier kit for K6. Includes ME102 omni 
capsule, KA100S-60 straight cable with K6 collar, 
MZW102 windscreen, MZQ222 clip. Black Black

MKE102S/K6COMBO
USMKE102S/K6 
COMBO

Complete MKE102 omni lavalier system with K6. 
Includes ME102 omni capsule, KA100S-60 straight 
cable with K6 collar, MZW102 windscreen, MZQ222 
clip, K6 and K6C-SM. Black Black

MKE104S-60 USMKE104S-60

MKE104 cardioid lavalier kit for K6. Includes ME104 
cardioid capsule, KA100S-60 straight cable with K6 
collar, MZW104 windscreen and MZQ222 clip. Black Black

MKE104S/K6COMBO
USMKE104S/K6 
COMBO

Complete MKE104 cardioid lavalier system with K6. 
Includes ME104 cardioid capsule, KA100S-60 straight 
cable with K6 collar, MZW104 windscreen, MZQ222 
clip, K6 power module and K6C-SM case. Black Black

ME102 003876
Omnidirectional black capsule head for KA100 cable 
with MZW102 windscreen Black

ME102-NI 003838
Omnidirectional nickel capsule head for KA100 cable 
with MZW102 windscreen Nickel

ME104 004227
Cardioid black capsule head for KA100 cable with 
MZW104 windscreen Black

ME104-NI 004228
Cardioid nickel capsule head for KA100 cable with 
MZW104 windscreen Nickel

ME105 005301
Supercardioid black capsule head for HS1 headworn 
use, with MZW104 wndscreen Black

ME105-NI 005302
Supercardioid nickel capsule head for HS1 headworn 
use, with MZW104 wndscreen Nickel

KA100-4ANT 004233

Right angle, copper core cable (black) for ME Modular 
capsules.  3-pin connector for 2000 / 3000 / 5000 
Series bodypack transmitters Black

KA100-4GR 004234

Right angle, copper cable (gray) for ME Modular 
capsules.  3-pin connector for 2000 / 3000 / 5000 
Series bodypack transmitters Gray

KA100-5ANT 004245
Right angle, copper core cable (black) for ME Modular 
capsules. Pigtails (no connector) Black

KA100-60ANT 004237
Right angle, copper core cable (black) for ME Modular 
capsules. K6 / K6P adapter Black

KA100-EWANT USKA100-EW ANT
Right angle, copper core cable (black) for ME Modular 
capsules. 3.5mm screw-on plug for evolution wireless Black

KA100-PANT USKA100-P ANT

Right angle, copper core cable (black) for ME Modular 
capsules. XLR connector with integrated (P48 to P12) 
power adapter Black

KA100S-4ANT 004235

Straight steel-reinforced cable (black) for ME Modular 
capsules.  3-pin connector for 2000 / 3000 / 5000 
Series bodypack transmitters Black

KA100S-4BEI 004236

Straight steel-reinforced cable (beige) for ME Modular 
capsules.  3-pin connector for 2000 / 3000 / 5000 
Series bodypack transmitters Beige

KA100S-5ANT 004247
Straight, steel reinforced cable (black) for ME 
Modular capsules. Pigtails (no connector) Black

KA100S-5BEI 004248
Straight, steel reinforced cable (beige) for ME 
Modular capsules. Pigtails (no connector) Beige

KA100S-60ANT 004239
Straight, steel reinforced cable (black) for ME 
Modular capsules. K6 / K6P adapter Black

KA100S-EWANT USKA100S-EW ANT
Straight, steel reinforced cable (black) for ME 
Modular capsules. 3.5mm screw-on plug for evolution Black

KA100S-EWBEI USKA100S-EW BEI
Straight, steel reinforced cable (beige) for ME 
Modular capsules. 3.5mm screw-on plug for evolution Beige

KA100S-PANT 004243

Straight, steel reinforced cable (black) for ME 
Modular capsules. XLR connector with integrated 
(P48 to P12) power adapter. Black

KA100S-PBEI USKA100S-P BEI

Straight, steel reinforced cable (beige) for ME 
Modular capsules.  XLR connector with integrated 
(P48 to P12) power adapter. Beige

ClipMic digital 506791

Mobile recording lavalier utilizing a Sennheiser ME 2 
omni capsule, Apogee 24 bit/96 kHz digital 
connection to iPhone, iPad or iPod touch, and an 
Apple Mfi certified Lightning connector

MKE 2 digital 506798

Mobile recording lavalier utilizing a Sennheiser MKE 2 
omni capsule, Apogee 24 bit/96 kHz digital 
connection to iPhone, iPad or iPod touch, and an 
Apple Mfi certified Lightning connector

MKE102-4 USMKE102-4

Complete MKE102 omni lavalier kit. Includes ME102 
capsule, KA100-4 right angle cable with 3-pin 
connector, MZW102 windscreen and MZQ100-ANT 
clip. Black

Black

MKE102-5 USMKE102-5

MKE102 omni lavalier kit with pigtails (stripped and 
tinned leads, no connector). Includes ME102 omni 
capsule, KA100-5 right angle cable, windscreen 
(MZW104) and clip (MZQ100). Black

MKE102-EW USMKE102-EW

Complete MKE102 omni  lavalier kit for evolution 
wireless. Includes ME102 omni capsule, KA100-ew 
right-angle cable, MZW102 windscreen and MZQ100-
ANT clip. Black

Black

MKE102S-4 USMKE102S-4

Complete MKE102 omni lavalier kit for 2000 / 3000 / 
5000 Series. Includes ME102 omni capsule, KA100S-4 
straight cable with 3-pin connector, MZW102 
windscreen and MZQ222 clip. Black Black

MKE102S-4BEI USMKE102S-4 BEI

Complete MKE102 omni lavalier kit for 2000 / 3000 / 
5000 Series. Includes ME102 omni capsule, KA100S-4 
straight cable with 3-pin connector, MZW102 
windscreen and MZQ222 clip. Beige. Beige

MKE102S-5 USMKE102S-5

MKE102 omni lavalier kit with pigtails. Includes 
ME102 omni capsule, KA100S-5 straight cable 
(stripped and tinned leads), MZW 102 windscreen and 
MZQ222 clip. Black

Black

MKE102S-5BEI USMKE102S-5 BEI

MKE102 omni lavalier kit with pigtails. Includes 
ME102 omni capsule (nickel), KA100S-5 straight cable 
(beige) with stripped and tinned leads, MZW102 
windscreen and MZQ222 clip. Beige. Beige

MKE102S-EW USMKE102S-EW

MKE102 omni lavalier kit for evolution wireless. 
Includes ME102 omni capsule, KA100S-ew straight 
cable with EW connector, MZW102 windscreen and 
MZQ222 clip. Black

Black

MKE102S-EWBEI USMKE102S-EW BEI

MKE102 omni lavalier kit for evolution wireless. 
Includes ME102 omni capsule (nickel), KA100S-ew 
straight cable (beige) with EW connector, MZW102 
windscreen and MZQ222 clip.Beige. Beige

MKE104-4 USMKE104-4

MKE104 cardioid lavalier kit for 2000 / 3000 / 5000 
Series. Includes ME104 cardioid capsule, KA100-4 
right angle cable with 3-pin connector, MZW104 
windscreen and MZQ100-ANT clip. Black Black

MKE104-5 USMKE104-5

MKE104 cardioid lavalier kit with pigtails. Includes 
ME104 cardioid capsule, KA100-5 right angle cable 
with stripped and tinned leads, MZW104 windscreen 
and MZQ100-ANT clip. Black Black

MKE104-EW USMKE104-EW

MKE104 cardioid lavalier kit for evolution wireless. 
Includes ME104 cardioid capsule, KA100-ew right 
angle cable with EW connector, MZW104 windscreen 
and MZQ100-ANT clip. Black Black

MKE104S-4 USMKE104S-4

MKE104 cardioid lavalier kit for 2000 / 3000 / 5000 
Series. Includes ME104 cardioid capsule, KA100S-4 
straight cable with 3-pin connector, MZW104 
windscreen and MZQ222 clip. Black Black

MKE104S-4BEI USMKE104S-4 BEI

MKE104 cardioid lavalier kit for 2000 / 3000 / 5000 
Series. Includes ME104 cardioid capsule (nickel), 
KA100S-4 straight cable (beige) with 3-pin connector, 
MZW104 windscreen and MZQ222 clip. Beige

MKE104S-5 USMKE104S-5

MKE104 cardioid lavalier kit with pigtails. Includes 
ME104 cardioid capsule, KA100-5 right-angle cable 
with stripped and tinned leads, MZW104 windscreen 
and MZQ100-ANT clip. Black Black

MKE104S-5BEI USMKE104S-5 BEI

MKE104 cardioid lavalier kit with pigtails. Includes 
ME104 cardioid capsule (nickel), KA100-5 right-angle 
cable (beige) with stripped and tinned leads, MZW104 
windscreen and beige MZQ100 clip. Beige

MKE104S-60BEI USMKE104S-60 BEI

MKE104 cardioid lavalier system for K6. Includes 
ME104 cardioid capsule (nickel), KA100S-60 (beige) 
straight cable with K6 collar, MZW104 windscreen and 
MZQ222 clip.

Beige

MKE104S-EW USMKE104S-EW

MKE104 cardioid lavalier kit for evolution wireless. 
Includes ME104 cardioid capsule, KA100S-ew straight 
cable with EW connector, MZW104 windscreen and 
MZQ222 clip. Black Black

MKE104S-EWBEI USMKE104S-EW BEI

MKE104 cardioid lavalier kit for evolution wireless. 
Includes ME104 cardioid capsule (nickel), KA100S-ew 
straight cable (beige) with EW connector, MZW104 
windscreen and MZQ222 clip. Beige

MKE105-4 USMKE105-4

MKE105 supercardioid lavalier kit for 2000 / 3000 / 
5000 Series. Includes ME105 supercardioid capsule, 
KA100S-4 straight cable with 3-pin connector, 
MZW104 windscreen and MZQ222 clip. Black Black

MKE105-5 USMKE105-5

MKE105 lavalier kit with pigtails (stripped and tinned 
leads, no connector). Includes ME105 supercardioid 
capsule, KA100-5 cable, windscreen (MZW104) and 
clip (MZQ100).

Black

MKE105S-4 USMKE105S-4

MKE105 supercardioid lavalier kit. Includes ME105 
supercardioid capsule, KA100S-4 straight cable with 
3-pin connector, MZW104 windscreen and MZQ222 
clip. Black

Black

MKE105S-4BEI USMKE105S-4 BEI

MKE105 supercardioid lavalier kit for 2000, 3000 & 
5000 Series. Includes ME105 supercardioid capsule 
(nickel), KA100-4 straight cable (beige) with 3-pin 
connector, MZW104 windscreen and MZQ222 clip. 
Beige.

Beige

MKE105S-5 USMKE105S-5

MKE105 supercardioid lavalier kit with pigtails. 
Includes ME105 supercardioid capsule, KA100S-5 
straight cable with stripped and tinned leads, 
MZW104 windscreen and MZQ100-ANT clip. Black Black

MKE105S-5BEI USMKE105S-5 BEI

MKE105 supercardioid lavalier kit with pigtails. 
Includes ME105 supercardioid capsule (nickel), 
KA100S-5 straight cable (biege) with stripped and 
tinned leads, MZW104 windscreen and MZQ100-ANT 
clip. Beige

Beige

MZA900P-4 500872

P48 phantom power adapter for pre-polarized 
condensers terminated for 2000 / 3000 / 5000 
Series(with locking 3-pin special connector). Dual 
color smart LEDs, pre-attenuation switch (0/-12 dB) 
and switchable roll-off filter (1.8 oz)

MZM1 540360 Magnetic mount with lanyard for MKE1, black Black

MZM1 540361 Magnetic mount with lanyard for MKE1, white White

MZM10/2 USMZM10/2
Magnetic microphone holder system for MKE2, 
MKE102, MKE104. Consists of MZM2 and MZM10.

MZM2 017414 Replacement magnetic holder for MZM10/2 system
MZQ1 533625 Mini clip for MKE1, black Black

MZQ1 533627 Mini clip for MKE1, white White

MZQ10 512220 Mini clamp for MKE1, black Black

MZQ10 533624 Mini clamp for MKE1, white White

MZQ100-ANT 047359 Clip for right angle KA cables (black) Black

MZQ100-BEI 047391 Clip for right angle KA cables (beige) Beige

MZQ100-GR 047395 Clip for right angle KA cables (gray) Gray

MZQ222 543653
Dual post tie clip for MKE 1, MKE Platinum, MKE2, 
MKE102 and MKE104 (black) Black

MZQ222-NI 076680
Dual post tie clip for MKE platinum, MKE2, MKE102 
and MKE104 (nickel) Nickel

ZH1 533629 Pin mount ("Dracula") for MKE1, black Black

ZH1 533630 Pin mount ("Dracula") for MKE1, beige Beige

ZH100-ANT 047957 Pin clip for ME102/104/105 capsules (black) Black

ZH100-GR USZH100-GR Pin clip for ME102/104/105 capsules (gray) Gray

MZC1-1 513179 Small frequency response cap for MKE1, black Black

MZC1-1 513198 Small frequency response cap for MKE1, beige Beige

MZC1-1 533611 Small frequency response cap for MKE1, brown Brown

MZC1-1 533612 Small frequency response cap for MKE1, white White

MZC1-2 513197 Large frequency response cap for MKE1, beige Beige

MZC1-2 521701 Large frequency response cap for MKE1, black Black

MZC1-2 533607 Large frequency response cap for MKE1, brown Brown

MZC1-2 533608 Large frequency response cap for MKE1, white White

MZW01 521724 Windshield basket for MKE1 (-22 dB reduction), black Black

MZW01 521726 Windshield basket for MKE1 (-22 dB reduction), beige Beige

MZW02 514524 Foam windshield for MKE 1 (-10 dB reduction), beige Beige

MZW02 524889 Foam windshield for MKE 1 (-10 dB reduction), brown Brown

MZW02 524890 Foam windshield for MKE 1 (-10 dB reduction), white White

MZW02 536809 Foam windshield for MKE 1 (-10 dB reduction), black Black

MZW102-ANT 038579 Steel mesh grille for ME102 (black) Black

MZW102-NI 038703 Steel mesh grille for ME102 (nickel) Nickel

MZW104-ANT 056119 Steel mesh grille for ME104 and ME105 (black) Black

MZW104-NI 056120 Steel mesh grille for ME104 and ME105 (nickel) Nickel

MZW2-A 047185
Metal mesh windscreen for MKE2 and MKE platinum 
(black) Black

MZW2-F USMZW2-F Foam windscreen for MKE2 and MKE platinum

MZW2-G 047186
Metal mesh windscreen for MKE2 and MKE platinum 
(beige)

MZW3-EW 543654 Foam windscreen for ME3 headworn microphone

MZ1 504060

MKE 1 Accessory Kit, consisting of (2) each MZQ1 mini 
clips, MZQ10 mini-clamps, ZH1 pin mounts, MZM1 
magnetic mounts with lanyard and MZW01 windshield 
baskets (black and beige for each), (4) MZW02 foam 
windshields (black, white, brown, beige), and plastic 
case

MZ100 004226

MKE102/104 Accessory Kit, consisting of MZQ222, 
MZQ222-NI, MZQ100-ANT, MZQ100-GR, ZH100-ANT, 
ZH100-GR and case

MZ2 004225
MKE 2 Accessory Kit, consisting of MZQ222-NI, 
MZQ222, MZW2-A, MZW2-G, ZH100-ANT, ZH100-BEI 

HSP2 009862

Lightweight headworn mic assembly with 
omnidirectional MKE platinum capsule (black), with 
3-pin connector for 2000/3000/5000 Series bodpack 
transmitters (2.5 oz)

Black

HSP2-3 009863

Lightweight headworn mic assembly with 
omnidirectional MKE platinum capsule (beige), with 
3-pin connector for 2000/3000/5000 Series bodpack 
transmitters (2.5 oz)

Beige

HSP2-EW 009866

Lightweight headworn mic assembly with omni-
directional MKE platinum capsule (black), ew 
connector (3 oz.). Also available in a medium size 
variant (add -M).

Black

HSP2-EW-3 009872

Lightweight headworn mic assembly with omni-
directional MKE platinum capsule (beige), ew 
connector (3 oz.). Also available in a medium size 
variant (add -M).

Beige

HSP4 009864

Lightweight headworn mic assembly with cardioid 
MKE platinum capsule (black), with 3-pin connector 
for 2000/3000/5000 Series bodypack transmitters 
(3.5 oz)

Black

HSP4-3 009865

Lightweight headworn mic assembly with cardioid 
MKE platinum capsule (beige), with 3-pin connector 
for 2000/3000/5000 Series bodypack transmitters 
(3.5 oz)

Beige

HSP4-EW 009867

Lightweight headworn mic assembly with cardioid 
MKE platinum variant (black). ew connector. 3 oz. 
Also available in medium-sized variant (add -M). Black

HSP4-EW-3 009873
Lightweight headworn mic assembly with cardioid 
MKE platinum variant (beige). ew connector. 3 oz. Beige

511717 511717
Spare Part: HSP 2/4.  Black ultra-thin cable with 3-
pin LEMO connector. Black

511718 511718
Spare Part: HSP2/4.  Beige ultra-thin cable with 3-pin 
LEMO connector. Beige

511719 511719 Spare Part: HSP2/4. Black cable with ew connector. Black

511720 511720 Spare Part: HSP 2/4. Beige cable with ew connector. Beige

511721 511721
Spare Part: HSP 2/4. Black cable with stripped, 
tinned leads. Black

511722 511722
Spare Part: HSP2/4. Beige cable for HSP2/4. No 
connector - stripped and tinned leads. Beige

MZW4-ANT 510862 Spare Part: HSP4. Foam windscreen (black) Black

MZW4-BEI 510863 Spare Part: HSP4-3. Foam windscreen (beige) Beige

HS2 005336
Headworn mic with integrated MKE2 Gold. 1.2 oz. 
LEMO 3 connector. Black. Black

HS2-3 USHS2-3
Headworn mic with integrated MKE2 Gold. 1.2 oz. 
LEMO 3 connector. Beige. Beige

HS2-3-EW USHS2-3-EW
Headworn mic with integrated MKE2 Gold. 1.2 oz. 
Beige. ew connector. Beige

HS2-5 500218
Headworn mic with integrated MKE2 Gold. 1.2 oz. 
Black. Pigtails. No connector. Black

HS2-5-3 500219
Headworn mic with integrated MKE2 Gold. 1.2 oz. 
Beige. Pigtails. No connector. Beige

HS2-EW USHS2-EW
Headworn mic with integrated MKE2 Gold. 1.2 oz. 
Black. ew connector. Black

EARSET1-4 504230

Lightweight single-sided ear set with omnidirectional 
MKE-1 capsule (black).  3-pin connector for 2000 / 
3000 / 5000 Series wireless Black

EARSET1-4-3 504231

Lightweight single-sided ear set with omnidirectional 
MKE-1 capsule (beige). 3-pin connector for 2000 / 
3000 / 5000 Series wireless Beige

EARSET1-ew 504232

Lightweight single-sided ear set with omnidirectional 
MKE-1 capsule (black). Screw-on 3.5mm connector 
for evolution wireless Black

EARSET4-4 504234

Lightweight single-sided ear set with cardioid MKE 
capsule (black).  3-pin connector for 2000 / 3000 / 
5000 Series wireless Black

EARSET4-4-3 504235

Lightweight single-sided ear set with cardioid MKE 
capsule (beige).  3-pin connector for 2000 / 3000 / 
5000 Series wireless Beige

EARSET4-ew 504236
Lightweight single-sided ear set with cardioid MKE 
capsule (black). Screw-on 3.5mm connector for Black

EARSET4-ew-3 504237
Lightweight single-sided ear set with cardioid MKE 
capsule (beige). Screw-on 3.5mm connector for Beige

ASP113 003422
Single three-way antenna splitter, two (2) needed to 
join three (3) recievers (priced individually). Two (2) 

ASP114 003423
Single four-way antenna splitter, two (2) needed to 
join four (4) receivers (priced individually). Two (2) 

ASA3000 009407

Active wideband antenna splitter for up to 16 
channels (8 dual receivers), may be made 
narrowband with optional IM3000 selective RF input 
modules - cables not included

BFBF USBFBF
BNC to BNC barrel-style couple, joins two (2) BNC 
coax cables together

CHROMECOLOR USCHROMECOLOR

Custom color chrome process for wireless and wired 
microphones (applies to capsule and mic housing, 
please specify color).  6-month warranty on color 
chrome process.  Does not void standard Sennheiser 
product warranty.

CHROMEMIC USCHROMEMIC

Basic silver chrome process for wireless and wired 
microphones (applied to capsule and mic housing)  6-
month warranty on chrome process. Does not void 
standard Sennheiser product warranty.

CRYSTALMIC1 USCRYSTALMIC1

One-color microphone customization made with 
CRYSTALLIZED™ - Swarovski Elements.  Mic housing 
and ring around basket are crystallized.  Crystals 
have a 6-month warranty. Does not void Sennheiser 
standard product warranty.  Service time varies from 
2 -4 weeks, please designate color: amethyst, 
aquamarine, black diamond, blue zircon, crystal 
diamond, emerald, fuchsia, hyacinth, jet, khaki, light 
amethyst, light rose, light sapphire, light topaz, 
peridot, rose, ruby, sapphire, smoked topaz, 
tanzanite, topaz.

CRYSTALMIC2 USCRYSTALMIC2

Two-color customized microphone with simple design 
(example: name or heart design) made with 
CRYSTALLIZED™ - Swarovski Elements. Does not void 
standard Sennheiser product warranty. Mic housing 
and ring around basket are crystallized. Detailed 
description and color choices required. Crystal 
customization times vary from 2-4 weeks. All 
functions of Tx are under warranty by Sennheiser. 
Crystals have 6-month warranty. Crystal color 
choices: amethyst, aquamarine, black diamond, blue 
zircon, crystal diamond, emerald, fuchsia, hyacinth, 
jet, khaki, light amethyst, light rose, light sapphire, 
light topaz, peridot, rose, ruby, sapphire, smoked 
topaz, tanzanite, topaz.

CRYSTALMIC3 USCRYSTALMIC3

Multi-color crystallized microphone with personalized 
design and up to 2,300 hand-set crystals made with 
CRYSTALLIZED™ - Swarovski Elements. Does not void 
standard Sennheiser warranty. Mic housing and ring 
around basket are crystallized. Detailed description 
and color choices required. Crystal customization 
times vary from 2-4 weeks. All functions of Tx are 
under warranty by Sennheiser. Crystals have 6-month 
warranty. Crystal color choices: amethyst, 
aquamarine, black diamond, blue zircon, crystal 
diamond, emerald, fuchsia, hyacinth, jet, khaki, light 
amethyst, light rose, light sapphire, light topaz, 
peridot, rose, ruby, sapphire, smoked topaz, 
tanzanite, topaz.

IE60 504769 High-fidelity noise-isolating ear-canal phones
HD201 500155 Closed, around-the-ear headphone

HD202-II 504291
Closed, around-the-ear headphone with detachable 
ear cups and retail-friendly packaging

HD205-II 504292
Closed, around-the-ear home studio/DJ headphones 
with rotating earcup

HD25-1II 502188 Professional closed headphone with split headband

HD25ALUMINIUM 505969
Professional closed headphone with split headband 
and aluminum earcups

HD25SPII 502103 On-the-ear closed studio/live sound headphone
HD26Pro 505691 Professional closed headphone with split headband

HD280PRO 004974
Closed, around-the-ear collapsable professional 
monitoring  headphones, black

HD380PRO 502717

Closed, around-the-ear collapsable professional 
monitoring headphones with E.A.R. technology, 
carrying case and detachable cable, black

HD6Mix 505791
Closed pro audio headphone designed for professional 
recording equipment

HD7DJ 505790
Closed pro audio headphone designed for professional 
DJ equipment, swivel ear cups

HD8DJ 505792
Closed pro audio headphone metal construction, 
swivel ear cups. designed for professional recording 

HD600 004465
Award winning, audiophile-grade hi-fi professional 
stereo headphones

HD650 009969 Open-Aire, audiophile-grade hi-fi stereo headphones

BA151 004146

Rechargeable nickel-metal hydride (NiMH) battery for 
RI150, RI250, HDI302, RI810S, Set820/820S, 
Set810/810S, Set250/250S/250-J, Set50 and A200

BA300 500898

Rechargeable battery for Set830(S), Set840(S), 
Set900,  IS410, HDI830, EKI830, RI410, RI830/830S, 
RI840/840-S, RI900

BA90 003261 Rechargeable battery for RI100-A and RI100-J
RI830 502020 Stethophone receiver for use with Set830, with 

RI830S 502021

Bodypack receiver for use with Set830-S or two 
channel/stereo (2.3/2.8 MHz) systems. Includes 
BA300 rechargeable battery. Requires headphone or 
induction neckloop (order separately).

RR840 502027
RF stereo stethophone receiver for use with Set840, 
with BA300

RR840S 502014
RF bodypack stereo stethophone receiver for use 
with Set840-S, with BA300

SET840-TV 502013

RF listening system with auto on/off, mono/stereo 
listening, compression system, 3-hour quick charge 
when receiver is placed in the charging cradle, 
earbow tension adjustment. Includes BA300 battery. 
For use with plasma-screen TVs.

SET840S 502011

Set840 variant with bodypack receiver for use with 
headphones, induction neckloop or DAI cable (sold 
separately). Includes BA300 battery. For use with 
plasma-screen TVs.

549375 549375 Spare Part: HD600. Replacement Headband padding

LSP500Pro 505692

Self-powered portable loudspeaker, featuring iPad 
control, (3) slots for wireless receivers and (2) hot-
swappable batteries. Black

LAB500 505479 Trolley bag for LSP 500 Pro
LAH500 505992 Mounting clamp for the LSP 500 Pro
LAP500 505478 Protective cover for LSP 500 Pro
LAS500 505666 Slip cover for LSP 500 Pro
LBA500 505596 Replacement battery for LSP 500 Pro

528123 528123
Spare Part: RI830 (S), RI840 (S), RI900, HDI830.  Black 
silicone replacement ear cushions (Quantity: 10) Black

528124 528124
Spare Part: RI830 (S), RI840 (S), RI900, HDI830. White 
silicone replacement ear cushions (Quantity: 10) White

528125 528125
Spare Part: RI830 (S), RI840 (S), RI900, HDI830. Black 
foam replacement ear cushions (Quantity: 10) Black

EP405F USEP405F
Foam ear cushions for RR820, RI810, RI150, RI250, 
RI250-J, RI100A, RI100-J and A200 (pair)

EP405L 037080
Black classic ear cushions (bag of 10) for RR820, 
RI810, RI150, RI250, RI250-J, RI100A, RI100-J and 

EP405L-TRA 040949

Translucent, hypoallergenic ear cushions (bag of 10) 
for RR820, RI810, RI150, RI250, RI250-J, RI100A, 
RI100-J and A200 (pair)

EZT3011 502566
Induction neck loop especially designed for use with 
RI830S and EKI830

EZT3012 504061
Induction neck loop for use with most Sennheiser 
bodypack receivers

HZL34-6E 002408

Monaural direct audio input cable with Euro plug and 
3.5 mm jack plug, compatible with RR820-S, RI810-S, 
RI250-J, and RI250S receivers,

HZL36-6E 002409
15 in binaural direct audio input cable with Euro plug 
and 3.5 mm jack plug, compatible with RI810S 

KA100-SEC USKA100-SEC
Monaural cable to connect silhouette (EZI120) to IR 
receiver (RI100-J). 2.5 mm plug.

L151-10/NT USL151-10/NT
Charger for ten BA151 or stethosets with BA151 
battery in receiver, with NT92-120

SI1015/NT USSI1015/NT

Rack-mountable, half rack size two channel 2.3/2.8 
MHz modulator, with NT1015-120 power supply.  
Requires GA1031-CC rack adapter (order separately)

SZI1015 004394

Emitter panel for single, dual or multi channel use.  
Covers 4,000 sq. ft. (mono), 2,000 sq. ft. (two 
channel or stereo), black (3 lbs).  Up to two powered 
by SI1015/NT (order separately) or NT1015-120 power 
supply (order separately)

SZI1015-W 004712

Emitter panel for single, dual or multi channel use.  
Covers 4,000 sq. ft. (mono), 2,000 sq. ft. (two 
channel or stereo), white (3 lbs). Up to two powered 
by SI1015/NT (order separately) or NT1015-120 power 
supply (order separately).

SZI1015T-W/NT USSZI1015T-W/NT SZI1015T in white with NT1015-120 power supply
SZI1015T/NT USSZI1015T/NT SZI1015T with NT1015-120 power supply

SZI1029 004078

Emitter panel for single, dual or multi channel use.  
The SZA1060 (50 ohm) terminating resistor required 
on last emitter in daisy chain configuration (order 
separately).  Covers 12,500 sq ft (mono), 6,250 sq ft 
(two channel or stereo) or 8,000 sq ft/# of channels 
(multi), black (5 lbs)

SZI1029-10 004621

10 watt emitter panel for single, dual or multi 
channel use.  The SZA1060 (50 ohm) terminating 
resistor required on last emitter in a daisy chain 
configuration (order separately).  Covers 18,000 sq ft 
(mono), 9,000 sq ft (two channel or stereo) or 12,000 
sq ft/# of channels (multi), black.

SZI1029-W 004076 SZI10129 in white White

EKI830 505631

Bodypack infrared receiver for two channel/stereo 
(2.3/2.8 MHz) systems.  Includes BA300 rechargeable 
battery.  Requires headphones or induction neckloop 
(ordered separately).

EKI830ADA USEKI830ADA

Bundle includes EKI830 2.3/2.8 MHz bodypack 
infrared receiver and the EZT3011 induction 
neckloop.  Includes BA300 rechargeable battery.

HDI830 502019

Stethophone infrared receiver for two channel/stereo 
(2.3/2.8 MHz) systems.  Includes BA300 rechargeable 
battery.

ADA12500Dual USADA 12500 Dual
2.3/2.8 MHz two channel / stereo infrared system 
package for ADA compliance. Coverage up to 12,500 

ADA12500Single USADA 12500 Single
2.3 MHz single channel infrared system package for 
ADA compliance. Coverage up to 12,500 sq ft.

ADA4000Dual USADA 4000 Dual
2.3/2.8 MHz two channel / stereo infrared system 
package for ADA compliance. Coverage up to 4,000 sq 

ADA4000Single USADA 4000 Single
2.3 MHz single channel infrared system package for 
ADA compliance. Coverage up to 4,000 sq ft.

ADA8000Dual USADA 8000 Dual
2.3/2.8 MHz two channel / stereo infrared system 
package for ADA compliance. Coverage up to 8,000 sq 

ADA8000Single USADA 8000 Single
2.3 MHz single channel infrared system package for 
ADA compliance. Coverage up 8,000 sq ft.

SI1015-12500DUAL USSI1015-12500 DUAL
2.3/2.8 MHz infrared system package to cover 12,500 
sq ft in dual channel mode

SI1015-12500SINGLE
USSI1015-12500 
SINGLE

2.3 MHz infrared system package to cover 12,500 sq 
ft in single channel mode

SI1015-4000DUAL USSI1015-4000 DUAL
2.3/2.8 MHz infrared system package to cover 4,000 
sq ft in dual channel mode

SI1015-4000SINGLE USSI1015-4000 SINGLE
2.3 MHz infrared system package to cover 4,000 sq ft 
in single channel mode

SI1015-8000DUAL USSI1015-8000 DUAL
2.3/2.8 MHz infrared system package to cover 8,000 
sq ft in dual channel mode

SI1015-8000SINGLE USSI1015-8000 SINGLE
2.3 MHz infrared system package to cover 8,000 sq ft 
in single channel mode

GA1031-CC 004253 Rack adapter for SI1015/NT, 1/2RU

L300-10 502710
Charger with power supply for ten BA300 and ten 
HDI830, RI830, RI830-S, and RI900 receivers.

NT1015-120 004561 29V DC power supply
EP01-EP 505979 Spare ear pads EP 01 (40 pieces)
HNP02-EP 505978 Spare ear pads HP 02 / NP 02 (40 pieces)
ADASIGNAGEKIT USADASIGNAGEKIT ADA plaque and window sticker

CBL1015 USCBL1015
Coax (RG59) +2 cable, 18 AWG for connecting SI1015 
to SZI1015, 100 ft

SZA1060 USSZA1060
Terminating resistor (50 ohm) for last SZI1015, 
SZI1029, SZI1029-24 or SZI1029-10 in a daisy chain 

SI30 004632

Two channel switchable/stereo IR transmitter 
(2.3/2.8 MHz), requires NT20-1-120 power supply 
(order separately), covers 750 sq ft (mono) or 375 sq 
ft (stereo) (9.0 oz)

SZI30 004633

Emitter panel, requires NT20-1-120 or NT20-4-120 
power supply (order separately) and a modulator or 
transmitter (order separately), covers 750 sq ft 
(mono) or 375 sq ft (stereo) (7.0 oz)

ADA1500Single USADA 1500 Single
2.3 MHz single channel infrared package for ADA 
compliance.  Coverage up to 1,500 sq ft.

ADA2250Single USADA 2250 Single
2.3 MHz single channel infrared package for ADA 
compliance.  Coverage up to 2,250 sq ft.

ADA3000Single USADA 3000 Single
2.3 MHz single channel infrared package for ADA 
compliance.  Coverage up to 3,000 sq ft.

SI30-1500SINGLE USSI30-1500 SINGLE
2.3 MHz IR package to cover 1,500 sq ft in single 
channel mode (2.5 lbs)

SI30-2250SINGLE USSI30-2250 SINGLE
2.3 MHz IR package to cover 2,250 sq ft in single 
channel mode (3.0 lbs)

SI30-3000SINGLE USSI30-3000 SINGLE
2.3 MHz IR package to cover 3,000 sq ft in single 
channel mode (3.5 lbs)

EP01-100 505963 Stereo in-ear phones (standard 39 in. cable) - Box of 
EP01-100Single USEP01-100 Stereo in-ear phones (standard 39 in. cable) - single 
EP01-140 505964 Stereo in-ear phones (55 in. cable, 90° plug) - Box of 
EP01-L100 505960 Mono in-ear phones, left (standard 39 in. cable) - Box 

EP01-R100 505961
Mono in-ear phones, right (standard 39 in. cable) - 
Box of 50

EP01-R140 505962
Mono in-ear phones, right (55 in. cable, 90° plug) - 
Box of 50

HP02-100 505965
On-ear headphones with adjustable headband 
(standard 39 in. cable) - Box of 20

HP02-100Single USHP02-100 Headphones headband (standard 39 in. cable). Single 

HP02-140 505966
On-ear headphones with adjustable headband (55 in. 
cable, 90° plug). Box of 20

NP02-100 505967
On-ear neckband headphones (standard 39 in. cable). 
Box of 20

NP02-140 505968
On-ear neckband headphones (55 in. cable, 90° 
plug). Box of 20

KK20-1 003557 DC power extension cable, 3 ft (0.5 oz)
KK20-7 003558 DC power extension cable, 24 ft (4.0 oz)

KR20-015 003536
RF cable, connects SI30 to SZI30; two 3.5 mm mono 
plugs, 4 in (1.0 oz) RG174

KR20-7 003535
RF cable, connects SI30 to SZI30; two 3.5 mm mono 
plugs, 24 ft (4.5 oz) RG174

NT20-1-120 003601 AC power supply for EM1046-DI, SI30 or SZI30
NT20-4-120 003604 AC power supply for up to (4) SI30 or SZI30 (15.5 oz)
IZK20 003560 Mounting clamp for one SI30 or SZI30 (0.5 oz)

IZM20 003561
Mounting hardware for clustering up to four IZK20 
mounting clamps (0.3 oz)

WM1/216 USWM1/216
Wall/ceiling mount with 5/8 in thread and 3/8 in 
adapter, for use when mounting one SI30 or SZI30

SP230 USSP230

Two channel switchable/stereo portable transmitter/
emitter (2.3/2.8 MHz), covers 4,000 sq ft (mono) or 
2,000 sq ft (two channel or stereo), compatible with 
HDI302 two channel receiver, ideal for use with 
fluorescent lighting

SI29-5/NT USSI29-5/NT
Five channel rack mountable narrowband IR 
modulator, includes NT29-120 power supply (9.14 lbs)

BA1029 003708 Replacement battery for EKI1029 (1.0 oz),

L1029-20/NT USL1029-20/NT
Carrying case and charger for (20) EKi1029, includes 
NT29-120 power supply

L1029-75/NT USL1029-75/NT
Carrying case and charger for (75) EKi1029, includes 
NT29-120 power supply

L29-50-2/NT USL29-50-2/NT
Charger case for (50) HDI1029-PLL16 or HDI1029-
PLL16-H.  Delivery includes NT2013-120 power 

EK2020-D-II-US 504795

Tourguide 2020 digital bodypack receiver (926-928 
MHz).  Includes internal rechargeable battery and 
integrated clip.  Requires headphone or induction 
neckloop (order separately).

HDE2020-D-IIUS 504797
Tourguide 2020 stethophone receiver, ISM band 
(926-928 MHz).  Includes internal rechargeable 

SR2020-D-US 500551

Single channel rack-mountable transmitter (926-928 
MHz), up to 8 selectable channels. Includes NT92-120 
power supply and GA2 rack adapter.

SR2020-D-USDUAL USSR2020-D-US DUAL

RF system package for two channel applications. 
Includes (2) SR2020-D-US rack-mountable transmitter, 
(1) AM2 front-mount antenna mounting kit, (5) 
HDE2020-D-II US receivers, (1) EZL2020L charger case 
and (1) ADA signage kit

SR2020-D-USSINGLE
USSR2020-D-US 
SINGLE

RF system package for single channel applications. 
Includes (1) SR2020-D-US rack-mountable transmitter, 
(1) AM2 front-mount antenna mounting kit, (5) 
HDE2020-D-II US receivers, (1) EZL 2020L charger case 
and (1) ADA signage kit

AC3000CUSTOM USAC3000 CUSTOM

Active broadband antenna combiner, customized for 
use with Tourguide 2020. Combones up to eight 
transmitters to one antenna, 1RU, does not reqire 
additional power supply. Custom modified for use 
with SR2020-D-USGP3000-L 005224 Lanyard for EK2020-D-US bodypack receiver

EZL2020-20L 500542

Carrying case with charger for (20) HDE2020-D-II-US 
or EK2020-D-II-US receivers. Offers auto "set all" to 
same frequency feature.

L2021-40 502037

Rack-mountable charger for (40) HDE2020-D-II or 
EK2020-D-II receivers. Includes CC2021 software for 
receiver configuration (including channel settings).

SRANT8R USSRANT8R

Antenna combiner package for up to eight 
transmitters using remote antenna.  Includes one 
AC3000 Custom antenna combiner and one A2003-
UHF wideband passive directional antenna.

EK1039-BW 505542

32 channel Tourguide bodypack receiver. Requires 
headphone or induction neckloop (ordered 
separately). Compatible with evolution wireless and 
2000 series transmitters. Frequency range: 626-698 
MHz.

SK2020-D-US 500549

Six channel bodypack transmitter with audio and 
microphone input (926-928 MHz). Please note: order 
mic separately.

SKM2020-D-US 500895 Six-channel handheld transmitter (926-928 MHz)

TG2020-20BODYPAC
KSYS

USTG2020-20 
BODYPACK SYS

Complete system package. Includes the SK2020-D-US 
bodypack transmitter, HS2-ew headset microphone, 
EZL2020-20L charger/carry case, and (20) HDE2020-
D-II US receivers

TG2020-20HANDHEL
DSYS

USTG2020-20 
HANDHELD SYS

Complete system package. Includes SKM2020-D-US 
handheld transmitter, EZL2020-20L charger/carry 
case, and (20) HDE2020-D-II US receivers.

L1039-10-US 505632
Rack-mountable charging solution for bodypack 
transmitters and receivers

ADNTR1 504001
ADN strain relief adapter accessory for ADN D1 / ADN 
C1units. Designed for permanent installations.

SDCCBLRJ45-10 009845 Connecting cable with two RJ45 plugs, 33 ft (10m)
SDCCBLRJ45-2 009842 Connecting cable with two RJ45 plugs, 6.6 ft (2m)
SDCCBLRJ45-20 009846 Connecting cable with two RJ45 plugs, 66 ft (20m)
SDCCBLRJ45-3 009843 Connecting cable with two RJ45 plugs, 9.9 ft (3m)
SDCCBLRJ45-5 009844 Connecting cable with two RJ45 plugs, 16.5 ft (5m)
SDCCBLRJ45-50 009847 Connecting cable with two RJ45 plugs, 165 ft (50m)

ADNC1 502759
ADN chair unit with 15-inch gooseneck and KE10 
super-cardioid microphone capsule

ADND1 502758
ADN delegate unit with 15-inch gooseneck and KE10 
super-cardioid microphone capsule

ADNCU1KIT USADNCU1KIT

ADN Central Unit for wired and wireless discussion 
systems, with RMB2 rackmount kit. Powers up to 40 
wired conference mics

ADNPSKIT USADNPSKIT
Power supply for the ADN discussion system , bundled 
with RMB2 rackmount kit

ADNRMB-2 504031 ADN rack-mount adapter
ADN-WAM-US 505715 Antenna module US
ADN-WBA 504744 Rechargeable battery pack

ADN-WC1 USADN-W C1
Complete ADN-W chair station with rechargeable 
battery pack and supercardioid capsule (stock length 

ADN-WC1BASEUNIT 504745
Wireless chairperson base unit (requires battery and 
choice of gooseneck)

ADN-WC2 USADN-W C2
Complete ADN-W chair station with rechargeable 
battery pack and lobar capsule (stock length 

ADN-WC3 USADN-W C3

Complete ADN-W chair station with rechargeable 
battery pack and supercardioid capsule (extended 
length gooseneck)

ADN-WC4 USADN-W C4
Complete ADN-W chair station with rechargeable 
battery pack and lobar capsule (extended length 

ADN-WCASEBASE 504959 Modular ADN-W case base and lid with wheels

ADN-
WCASECENTRAL 504957

Modular ADN-W case component accommodates 
ADNCU1, ADN W-AM, ADN-W L 10, ADN-W BA, 
NT12-50-C US, and spare cables. Requires ADN-
WCASEBASE.ADN-WCASEUNITS-

US 505757
Modular ADN-W case component stores and charges 
(10) ADN-W D1/C1 stations.  Requires ADN-

ADN-WD1 USADN-W D1

Complete ADN-W delegate station with rechargeable 
battery pack and supercardioid capsule (stock length 
gooseneck)

ADN-WD1BASEUNIT 504748
Wireless delegate base unit (requires battery and 
choice of gooseneck)

ADN-WD2 USADN-W D2
Complete ADN-W delegate station with rechargeable 
battery pack and lobar capsule (stock length 

ADN-WD3 USADN-W D3

Complete ADN-W delegate station with rechargeable 
battery pack and supercardioid capsule (extended 
length gooseneck)

ADN-WD4 USADN-W D4

Complete ADN-W delegate station with rechargeable 
battery pack and lobar capsule (extended length 
gooseneck)

ADN-WL10-US 505721
Battery charger, capable of charging up to 10 AND-W 
rechargeable batteries

ADN-WMIC15-39 504750 Microphone 39cm (15.4") with supercardioid capsule
ADN-WMIC15-50 504752 Microphone 50cm (19.7") with supercardioid capsule
ADN-WMIC36-29 504751 Microphone 29cm (11.4") with ME36 lobar capsule
ADN-WMIC36-50 504753 Microphone 50cm (19.7") with ME36 lobar capsule
NT12-50C-US 505714 DC Adapter 12v 5A US

TCCU1Kit USTCCU1KIT

TeamConnect central unit and combox. Delivery 
includes power adapter/cable, RJ9 cable, RJ11 
cable, two RJ45 cables, RJ45 patch cable, USB cable, 
four rack mount screws, eighteen 3-pin and one 6-pin 
Phoenix connectors.

TEAMCONNECT 
BNDL L FIX 506745

TeamConnect System Bundle Large for Fixed 
applications with up to (16) participants.  Includes: 
(1) SL TeamConnect CU1, (1) SL TeamConnect CB1, 
(2) SL Mic Hub 1, (2) SL Loudspeaker 52 A W, (8) MEB 
104-L TC B, (2) MAS 1-TC B, (1) MAS 2-TC B. N/A

TEAMCONNECT 
BNDL L FLEX 506748

TeamConnect System Bundle Large for Flexible 
applications with up to (16) participants.  Includes: 
(1) SL TeamConnect CU1, (1) SL TeamConnect CB1, 
(2) SL Mic Hub 1, (2) SL Loudspeaker 52 A W, (8) MEB 
114-S TC B, (1) MAS 2-TC B. N/A

TEAMCONNECT 
BNDL S FIX 506739

TeamConnect System Bundle Standard for Fixed 
applications with up to (8) participants.  Includes: (1) 
SL TeamConnect CU1, (1) SL TeamConnect CB1, (1) SL 
Mic Hub 1, (2) SL Loudspeaker 52 A W, (4) MEB 104-L 
TC B, (1) MAS 1-TC B, (1) MAS 2-TC B. N/A

TEAMCONNECT 
BNDL S FL 506742

TeamConnect System Bundle Standard for Flexible 
applications with up to (8) participants.  Includes: (1) 
SL TeamConnect CU1, (1) SL TeamConnect CB1, (1) SL 
Mic Hub 1, (2) SL Loudspeaker 52 A W, (4) MEB 114-S 
TC B, (1) MAS 2-TC B. N/A

515297 515297 Windscreen for 46, 26 and S1 Series headsets
525211 525211 Spare Part: 46 and 26 series headsets. Cable clip 
BAG-25/45 077408 Carrying case for 46 and 26 series headsets

Cable-II-8 505797

Straight copper cable reinforced with Kevlar® for 
improved durability, with short coil to minimize 
structure born noise, unterminated ends, 2 m

Cable-II-X3K1 505782

Straight copper cable reinforced with Kevlar® for 
improved durability with short coiled part for 
minimum structure born noise, XLR-3 connector and 
1/4" jack plug, 2 m

Cable-II-X3K1-P48 505783

Straight copper cable reinforced with Kevlar® for 
improved durability with short coiled part for 
minimum structure born noise with XLR-3 connector 
and 6,3 mm (¼”) jack with P48, 2m

Cable-II-X4F 505784

Straight copper cable reinforced with Kevlar® for 
improved durability with short coiled part for 
minimum structure born noise with XLR-4F connector, 
2 m

Cable-II-X5 505785

Straight copper cable reinforced with Kevlar® for 
improved durability with short coiled part for 
minimum structure born noise with XLR-5 connector, 
2 m

HMD26-II-100-8 505772
Professional boomset, 100 ohm, with dynamic, hyper-
cardioid microphone and Cable-II-8 (unterminated)

HMD26-II-100-X3K1 US505771-X3K1
Professional boomset, 100 ohm, with dynamic, hyper-
cardioid microphone and Cable-II-X3K1 (XLR and 1/4")

HMD26-II-600-8 505774
Professional boomset, 600 ohm, with dynamic, hyper-
cardioid microphone and Cable-II-8 (unterminated)

HMD26-II-600-X3K1 505776
Professional boomset, 600 ohm, with dynamic, hyper-
cardioid microphone and Cable-II-X3K1 (XLR and 1/4")

HMD26-II-600S-8 US505775-8

Professional, single-sided boomset, 600 ohm 
impedeance, with dynamic, hyper-cardioid 
microphone and Cable-II-8 (unterminated)

HMD26-II-600S-X3K1 US505775-X3K1

Professional, single-sided boomset, 600 ohm, with 
dynamic, hyper-cardioid microphone and Cable-II-
X3K1 (XLR and 1/4")

HMD280-13 004977 HMD280 with pigtails

HMD280-XQ USHMD280-XQ

Supraural, closed headphones with supercardioid 
dynamic boom microphone, 9.9 ft (3m) coiled cable, 
terminated in XLR and 1/4" connectors, 300 ohm 
speakers (7.76 oz)

HMD280-XQ-2 502714

Supraural, closed headphones with supercardioid 
dynamic boom microphone, 9.9 ft (3m) straight 
cable, and non-retail packaging. Terminated in XLR 
and 1/4" connectors, 300 ohm speakers (7.76 oz)

HMD280PRO 004976 HMD280 with pigtails and 64 ohm speakers
HMD281-13 004979 Single-sided variant of HMD280 with pigtails

HMD281-XQ USHMD281-XQ
Single-sided variant of HMD280 with XLR and 1/4" 
connectors

HMD281PRO 004978
Single-sided variant of HMD280 with pigtails and 64 
ohm speakers

HMD46-3-6 500466 Lightweight open boomset with Active guard (5.3oz)

HMD46-31W/CABLE USHMD46-31
Lightweight boomset without ActiveGard, 
unterminated leads (5.3 oz)

HMDC26-II-600-B7 US505777-B7

Professional noise-canceling boomset, 1200 ohm, 
with dynamic, hyper-cardioid microphone and Cable-
B7 (unterminated, battery control for NoiseGard)

HME26-II-100(4)-8 US505778-8

Professional boomset, 100 ohm, with cardioid, pre-
polarized condenser microphone and Cable-II-8 
(unterminated)

HME26-II-100(4)-
X3K1 US505778-X3K1

Professional boomset, 100 ohm, with cardioid, pre-
polarized condenser microphone and Cable-II-X3K1-
P48 (XLR with P48, 1/4")

HME26-II-100-8 US505779-8

Professional boomset, 100 ohm, with 
omnidirectional, pre-polarized condenser microphone 
and Cable-II-8 (unterminated)

HME26-II-100-X3K1 US505779-X3K1

Professional boomset, 100 ohm, with 
omnidirectional, pre-polarized condenser microphone 
and Cable-II-X3K1-P48 (XLR with P48, 1/4")

HME26-II-600(4)-8 US505780-8

Professional boomset, 600 ohm, with cardioid, pre-
polarized condenser microphone and Cable-II-8 
(unterminated)

HME26-II-600(4)-
X3K1 US505780-X3K1

Professional boomset, 600 ohm, with cardioid, pre-
polarized condenser microphone and Cable-II-X3K1-
P48 (XLR with P48, 1/4")

HME26-II-600-8 US505781-8

Professional boomset, 600 ohm, with 
omnidirectional, pre-polarized condenser microphone 
and Cable-II-8 (unterminated)

HME26-II-600-X3K1 US505781-X3K1

Professional boomset, 600 ohm, with 
omnidirectional, pre-polarized condenser microphone 
and Cable-II-X3K1-P48 (XLR with P48, 1/4")

502470 502470
cable- B7, unterminated steel wire cable with 
battery control unit, 6.6 feet

CABLE-6 500836 Unterminated Kevlar wire cable, 2m
CABLE-7 502360 cable-7, unterminated steel wire cable, 6.6 feet (2m)

MobileConnect 506735

Comprised of a ConnectStation central unit for 
transmitting multi-channel audio via the provided 
WiFi router directly to personal mobile devices

SPB8000 505695
ESFERA 5.1 surround system base processing unit, 19" 
rackmountable (1RU) with network and mains cables

SPM8000 505694

ESFERA 5.1 surround microphones, includes (2) 
cardioid microphones, pistol group with X/Y 
suspension, basket windshield, hairy cover and Y-
adapter cable (XLR-5 to dual XLR-3)

MEB 102-L TC B 506729 Installation Boundary Layer Micriphone, Includes Cable XLR-5 TCBlack
MEB 102-L TC G 506764 Installation Boundary Layer Microphone, Includes Cable XLR-5 TCGray
MEB 102-L TC W 506763 Installation Boundary Layer Microphone, Includes Cable XLR-5 TCWhite
MEB 104-L TC B 506730 Installation Boundary Layer Microphone, Includes Cable XLR-5 TCBlack
MEB 104-L TC G 506766 Installation Boundary Layer Microphone, Includes Cable XLR-5 TCGray
MEB 104-L TC W 506765 Installation Boundary Layer Microphone, Includes Cable XLR-5 TCWhite
MEB 114-S TC B 506600 On-table Boundary Layer Microphone, Fixed cable Black
MEB 114-S TC G 506602 On-table Boundary Layer Microphone, Fixed Cable Gray
MEB 114-S TC W 506601 On-table Boundary Layer Micrphone, Fixed Cable White
SL 52 A W  506243 Active loudspeaker, white. Delivery includes wall mount bracket/hardware and 4 ft. power cable.White
SL MIC HUB 1 506606 Microphone Hub for (4) Microphones Black
SL MOBILE ADAPTER 1506767 Adapter 3.5mm jack/RJ9; connects mobile devices to combox
TEAMCONNECT BNDL L FIX 506745 TeamConnect System Bundle Large for Fixed applications with up to (16) participants.  Includes: (1) SL TeamConnect CU1, (1) SL TeamConnect CB1, (2) SL Mic Hub 1, (2) SL Loudspeaker 52 A W, (8) MEB 104-L TC B, (2) MAS 1-TC B, (1) MAS 2-TC B.  
TEAMCONNECT BNDL L FLEX 506748 TeamConnect System Bundle Large for Flexible applications with up to (16) participants.  Includes: (1) SL TeamConnect CU1, (1) SL TeamConnect CB1, (2) SL Mic Hub 1, (2) SL Loudspeaker 52 A W, (8) MEB 114-S TC B, (1) MAS 2-TC B.  
TEAMCONNECT BNDL S FIX506739 TeamConnect System Bundle Standard for Fixed applications with up to (8) participants.  Includes: (1) SL TeamConnect CU1, (1) SL TeamConnect CB1, (1) SL Mic Hub 1, (2) SL Loudspeaker 52 A W, (4) MEB 104-L TC B, (1) MAS 1-TC B, (1) MAS 2-TC B.  
TEAMCONNECT BNDL S FL506742 TeamConnect System Bundle Standard for Flexible applications with up to (8) participants.  Includes: (1) SL TeamConnect CU1, (1) SL TeamConnect CB1, (1) SL Mic Hub 1, (2) SL Loudspeaker 52 A W, (4) MEB 114-S TC B, (1) MAS 2-TC B.  


